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ABSTRACT

This memorandum describes the research and development work that was
undertaken at DREV to build a microscanning system to enhance the resolution of a focal
plane array camera. This work was conducted as part of the Infrared Eye project, which
shows a new approach that intends to help in the detection and identification problems
related to search and rescue operations.

The microscanning system is based on a focal plane array camera and can
improve the resolution by a factor of two. It can operate over all the camera frame rate
range (240 Hz) with no degradation in the image quality.

It includes an optical component that can perform the microdisplacements of the
image on the focal plane array with electronics as well as its associated software allowing
synchronization, timing and real-time image processing. This memorandum thoroughly
describes the innovative approach used to perform the microscanning operation.

RESUME

Ce mémorandum décrit les travaux de recherche et de mise au point d’un systéme a
microbalayage pour I’amélioration de la résolution d’une caméra a matrice au plan focal.
Le travail a été effectué au CRDV dans le cadre du projet Oeil infrarouge, qui se veut une
nouvelle approche développée en vue de résoudre les problémes de détection et
d’identification reliés aux opérations de recherche et sauvetage.

Le systéme est basé sur une caméra a matrice au plan focal et permet d’augmenter la
résolution des images par un facteur de deux. Il peut fonctionner jusqu’a la cadence
maximale de la caméra (240Hz) et ce sans dégradation apparente du résultat.

Il comprend une partie optique destinée a la réalisation de I'opération de
microbalayage proprement dite ainsi qu'une partie électronique et logicielle permettant la
synchronisation, le contrble et le traitement des images en temps réel. Le mémorandum
décrit en détail I’approche originale utilisée pour effectuer le microbalayage.
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EXECUTIVE SUMMARY

In the recent years, infrared (IR) imaging system has moved to a new sensor
technology known as the Focal Plane Array (FPA) technology. This technology uses a
two-dimensional matrix of detectors in the image plane of the objective lens, to acquire
the IR image of the scene. The FPA thus acts similarly to a photographic film and
eliminates all scanning mechanisms as used in earlier versions of IR imaging systems,
also known as Forward Looking IR (FLIR) systems. The advantages of the technology
are obvious, from the elimination of mechanical complexity with corresponding weight
and size reduction to significant improvements in performance and dynamic range
because of the capability to adjust various parameters such as frame rate and integration
time. -~

The major draw back of FPAs is a loss in resolution by a factor two as compared
with a scanning system with the same optics and size of detector as the individual
detectors in the FPA. This loss is due to the fixed sampling of the scene by individual
detectors in the array, which is reduced to one sample per detector size as opposed to
infinite sampling for scanning systems, at least in the direction of scan. This
undersampling introduces aliasing at higher frequencies in the reconstruction of the
image. To eliminate that effect and obtain an image frequency content limited only by
the detector size, there exists a technique called microscanning which consists in building
the final full-resolution IR image by interlacing a sequence of sub-images where the FPA
has been displaced by a fraction of its detector size with respect to the image scene, in
both dimensions. The result is an over-sampled IR image with the full frequency content
allowed by the detector size.

This memorandum describes the research and development work that has been
undertaken to develop and build a microscanning camera system. The work was
conducted as part of the Infrared Eye project which shows a new concept of an infrared
surveillance camera system aimed at improving the effectiveness of search an rescue
operations. The system is based on two IR cameras operating simultaneously, one
covering a wide field-of-view (WFOV) and the other one having a narrow field-of-view
(NFOV) mobile within the WFOV. The WFOV camera is optimized for detection while
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the NFOV camera is optimized for resolution. The resolution of that camera is improved
using a technique based on microscanning.

The microscanning technique described in this document and implemented in the
project differs from others currently' used and is the object of a patent request. It consists
in imposing micro-displacements to the imaging lens in front of the FPA by means of
piezo-electric micro-positioners and special flexible supports for the lens in both X and Y
axis. This support method allows for a symmetrical mechanical loading for the two axis.

The advantages of the developed microscanning technique and device are that it
can be synchronized to the adjustable frame rate and integration time of the camera, and
any microscanning mode and path can be programmed electronically. In our application,
we can select 2x2, 3x3 and 4x4 microscanning steps, as opposed to more conventional
techniques using a wheel of prisms with fixed speed and mode. Also, the obtained image
displacement is equal to the displacement imposed to the lens, irrelevant of its focal
length, hence allowing a change of the lens or telescope which may be used as front
optics without having to modify the microscanning system.

The implementation of this microscanning technique for the NFOV camera in the
IR Eye project significantly improve its resolution and therefore its performance as a
component of the system, to the benefit of search and rescue operations or other
surveillance applications pertinent to the Canadian Forces, for which it could be used.
The advantages of the FPA technology to replace other fielded scanning FLIR systems by
the Forces may be shadowed by their loss of resolution which cannot be compensated by
a reduction in the size of the detectors, already limited by diffraction and fabrication
constraints. This microscanning technique has the potential of doubling their resolution
while preserving their flexibility for dynamic range adjustment.




AE-RTAS
CPLD
FLIR
FPA
HSVB
IFOV
LSF
MDTF
MTF
NFOV
NUC
WACISS
WEFOV
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LIST OF ABBREVIATIONS

Amber Engineering Real Time Application Software
Complex Programmable Logic Device
Forward looking infrared

Focal plane array

High speed video bus

Instantaneous field of view

Line spread function

Modulation detector transfer function
Modulation transfer function

Narrow field of view

Non-uniformity correction

Wide area coverage infrared search system
Wide field of view
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1.0 INTRODUCTION

The Infrared Eye exhibits a new concept for an infrared surveillance camera firstly
aimed at solving some of the present FLIR system deficiencies and secondly increasing
search and detection efficiency. In current FLIR systems, a single detector element used
in conjunction with a scanning mechanism is used to build an image of the scene. The
user can switch between a wide field of view (WFOV) mode during the search and
detection processes and a narrow field of view (NFOV) for recognition and identification.
However, because of the increased sensitivity of the NFOV mode over the WFOV mode,
the operator generally prefers to keep the system on the NFOV setting and performs a
systematic search of the whole area. This eventually leads to user fatigue and an increased
search time as well as a lack of situation awareness.

The strategy used in that work to solve that problem is to mimic some of the
properties of the human eye. This is nowadays possible by using the new technology
offered by staring focal plane arrays (FPA). It is well known that the light sensitive part
of the human retina is composed of two kinds of cells, the rods and the cones. The cones
are mainly located in the center at a point called the fovea while the rods are located
around. It is also known that the cones are less sensitive and more tightly packed than the
rods. For these reasons, the central part of the eye sees with high resolution and low
sensitivity while the peripheral part sees with low resolution and high sensitivity.

The Infrared Eye will mimic these two properties of the human eye by fusing
information obtained from two infrared FPA cameras onto a single display. The two
cameras will respectively image a NFOV and a WFOV. Microscanning will be used to
increase the image resolution in the NFOV and an optimization of the acquisition process
in conjunction with image processing will be used to increase the sensitivity of WFOV
images.

This memorandum is the second of a series on the development of the Infrared
Eye and is concerned with the microscanning problem. Firstly, the microséanning
operation is introduced. Secondly, the microscanning system developed is presented and
finally, results are given. The memorandum concludes on some remarks about future
phases of the project. -
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The work covered by this document was performed at DREV between September
1992 and July 97 under Task DASP-160, "Wide Area Coverage Infrared Search Systems
(WACISS)" and under Thrust 3D, Work Unit 3DA11 (now continuing under 3DA14, IR
Eye Second Generation).
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2.0 THE MICROSCANNING PROCESS

Infrared FPAs are becoming widely used in the field of thermal imaging. As
compared to older single detector scanning systems, those sensors show tremendous
improvements. Among them, the opportunity to adjust the integration time according to
the scene radiation and the great reliability of integrated systems are just some examples.
FPAs however have a major drawback over scanning systems: for a given instantaneous
field of view (IFOV), they reproduce only half the frequencies that can be represented by
scanning systems. This is due to the Nyquist theorem which stipulates that at least two
samples must be taken for each frequency cycle (Ref. 1) in the image.

As part of the Infrared Eye project, it was decided to investigate on the
microscanning process to determine if the resolution of a staring array imager can be
increased at the cost of some extra mechanical parts and image processing. As we found,
microscanning was successful at eliminating the loss in resolution due to discrete
sampling of FPA while it maintained most of the benefits of the technology.

The microscanning technique can be seen as an oversampling process (Refs. 2 and
3). A series of images representing the same scene is captured while each time displacing
the image over the array by a fraction of the detector pitch. A microscanned image can
then be built by interlacing all the pixels of the images in a checkerboard like pattern. For
the remaining of the text, a low-resolution image will be called a sub-image while an
image constructed from the microscanning process will be called an oversampled image.

The Fig. 1 gives a representation of the microscanning operation. On the left hand
side of Fig. 1, four sub-images obtained from a 2x2 microscanning cycle i.e. two
horizontal and two vertical steps are shown. Each step corresponds to a movement of the
detector matrix equal to half of the detector pitch. Referring to Fig. 1, a first image is
acquired with the matrix in position one. Then, the matrix is moved one step to the right
and a second image is acquired. Next, the matrix is moved down one step and the third
image is acquired and finally, the cycle is closed by moving the array one step to the left
and acquiring the fourth image. The right hand side of Fig. 1 represents the resulting
oversampled image obtained by interlacing all the pixels of the previous sub-images.
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FIGURE 1 - Representation of the microscanning process

The microscanning operation is not limited to a four step cycle. It can be executed
in any number of steps or can be restrained to displacements along a single direction e.g.
horizontally or vertically. As will be shown in the remaining of this chapter, a
compromise must be done between the final oversampled image frame rate and the
resolution improvement.

The best way to characterize the utility of microscanning is firstly to compare the
resolution of a single detector scanning system to the resolution of a staring array imaging
system and secondly to study the resolution improvement due to microscanning. Such a
comparison will be discussed in the following three sections.

2.1 Resolution of Single Detector Scanning Systems

The maximum resolution of a single detector scanning system can be obtained from
the modulation transfer function (MTF) (Ref. 4). The first zero in the MTF curve gives
the maximal frequency that a single detector system can reproduce.

To determine the MTF one has to calculate the modulus of the Fourier transform of
the impulse response of the imaging system. For the sake of simplicity, the measurement
is generally done using a vertical slit subtending an angle much smaller than the
instantaneous field of view (IFOV) of the camera and the impulse response is obtained
from a line of the video signal passing through the image of the slit.

Analytically, the MTF can be represented by Eq. 1 where J and ® stand respectively
for the Fourier transform and the convolution operation, &u) represents an impulse (Dirac
function) and A(u), the detector transfer function expressed in the spatial domain (z).
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MTF = |3 &u) ® n(u)] M

In an ideal system A(u) would be represented by a rectangular function of width
equal to the detector size. If the detector size is normalized with respect to the focal
length of the lens used for the measurement, then the result can be expressed in terms of
cycle per unit of angle (mrad).

0,8
0,6
04
0,2

0 0,5 1 1,5 2
Normalized frequency (1/IFOV)

FIGURE 2 - MTF of a single detector scanning system

Fig. 2 shows the MTF of a single detector imaging system. The first zero of the
function indicates that the maximal resolved frequency is given by one cycle in the IFOV.

2.2 Resolution of Staring Array Imaging Systems

In the case of staring array imaging systems, the maximum resolvable frequency is
given by the sampling theorem due to the discrete nature of the process. The MTF is no
longer defined and the modulation detector transfer function (MDTF) (Refs. 5 and 6) was
introduced instead as a means to characterize FPAs. In theory, the MDTF is defined by
the modulus of the Fourier transform of the impulse response of a single detector. In
practice, if one assumes that all detectors are uniform, then the horizontal MDTF can be
measured by showing the imaging system with a narrow vertical slit smaller than a single
detector IFOV. Then, the MDTF is obtained by computing the modulus of the Fourier
transform of the signal produced by a line of detectors passing through the image of the
slit. It is possible to determine the maximum resolvable frequency of a staring array
imaging system by localizing the first zero of the MDTF function.

Two cases of interest are shown on Fig. 3. Firstly, case A where the signal
impulse falls on a single detector and secondly, case B where the signal impulse falls just
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in between two detectors. In that case, the energy is divided equally and stimulates two
adjacent detectors leading to a wider impulse response for the matrix.

Case A Case B
the slit falls on one detector the slit falls in between 2 detectors
1 bl
1 M m 1 1 i) > ] *p 1 Pp 1 >

. .
08+ _/'IS(*;:““)I
06 | "
04 ' '3( “op )
. )
o} + t i
0 0,5 1 15 2

N (1/Pp)
aliasing limit

FIGURE 3 - Graphical representation of the MDTF

The bottom part of Fig. 3 shows the MDTF curve for both cases. Case A is referred
to as the best MDTF while case B is named the worst MDTF curve. The performance of a
matrix is generally expressed in terms of the worst MDTF curve as it corresponds to the
Nyquist theorem that stipulates that one cycle must be sampled by at least two detectors.

By comparing the results of Fig. 2 and 3, it is seen that for the same detector size and
optics, a staring array system will only reproduce half the frequencies a scanning system
does. In that respect, one-detector scanning systems are more efficient than FPAs and
new methods must be used to recover the information lost and get the best of each

detector. The microscanning technique seems to be the best approach to solve that
problem.
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2.3 Resolution of Microscanned Images

The resolution of microscanned images can be studied using a modified MDTF. The
measurement procedure is about the same except that the output signal of the array must
be processed according to the microscanning pattern chosen. Fig. 4 shows the MDTF
measurement for a linear array of four detectors and a two-step microscanning operation.

signal
impulse
o nion-shifted 17 @
initial position la 2a 3a 4a mp output 05 1
0 2 3 4
_ o ®
shifted position 1b 2b 3b 4 = fﬁgﬁf 051 - ,
0 1 -2 i3 :‘4
s . BNV ;
oversampled 17 ;' ¥ Y« .
signal Br1vw w i v Y

0 t
la 1b 2a 2b 32 3b 4a 4b

FIGURE 4 - MDTF measurement for a linear array of four detectors and a two-step
microscanning operation

The left hand part of Fig. 4 shows a signal impulse falling on the detector array in an
initial position (a) and a shifted position (b). To characterize the worst case, the impulse
was localized in between detector two and three on the array in its initial position. The
right hand part of Fig. 4 shows the output of each array and the lower graphic shows the
oversampled signal obtained following microscanning data processing. The modified
MDTF is obtained by computing the modulus of the Fourier transform of this
oversampled signal.

Fig. 5 shows the MDTF for a two-, three- and four-step microscan operation. The
horizontal axis on Fig. 5 has been normalized with respect to the detector pitch. The
dashed curve on Fig. 5 was added for comparison. It shows the MDTF of a non-

microscanning array having the same IFOV.,
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FIGURE 5 - MDTF of microscanned images

As seen on Fig. 5, a two-step microscan operation brings the first zero of the MDTF
to the same level it is with a one-detector scanning system having the same IFOV.
However, the contrast of high frequencies is slightly attenuated. Increasing the number of
microscanning steps reduces this artifact. Foi an infinite number of steps, the shape of the
curve is exactly the same as the one obtained with a one-detector scanning system. Thus,
the gain obtained by increasing the number of microscanning steps decreases gradually.
A compromise must be reached between the required oversampled image frame rate, the
amount of data to process and the error in the modified MDTF curve.

The effect of the detector size versus the detector pitch can be studied in a similar
way. In that case, the first zero of the MDTF for a microscanned array appears at one
over the detector size instead of the detector pitch meaning that even higher frequencies
can be resolved by the system.

2.4 Microscanning Methods

In order to implement the image motion over the FPA, some sort of moving
mechanism is required. Some methods are described in the literature, each of them being
characterized by advantages and drawbacks. The most straightforward method would be
to move the array itself. This method is rarely retained as a good solution because the
array is generally enclosed in the heavier piece of the imaging system. Precise and rapid
displacement would require a very sophisticated and complex system. A more suitable
method would require the use of optical prisms (Ref. 7). A schematic view of that method
is shown on Fig. 6.
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FIGURE 6 - Prism based microscanning method

The propagation of light through the optical system can be visualized by
considering that a parallel beam enters the optics. The beam is first deviated by the
horizontal motion prism and brought back on its way (with some shifting) by a fixed
prism. The displacement is proportional to the space left between the two prisms which
can be adjusted using any kind of micro-positioning device. The vertical motion is
realized using a similar arrangement of prisms. Finally, the image of the scene is formed
onto the FPA with a focusing lens mounted in between the microscanning arrangement
and the detector matrix.

This configuration has the advantage of being very light in weight and requires
that a single optical element has to be moved on each motion axis. Moreover, it can be
optimized and reduced to just one pair of prisms.

A variation of this method is used by FLIR System Inc. in a commercial version
of microscanning infrared imager. The micro-scanner is based on a flat transparent
window of a certain thickness. To realize the required displacements, the window is tilted
by an angle proportional to the deviation required. The deviation induced can be
calculated as a function of the index of refraction at the wavelength of the light used, the
thickness of the window and the tilt angle.

The main drawback of the prism-based microscanning device is related to the
chromatic aberration. The amount of chromatic aberration depends upon the distance
between the prisms and varies for each microscan position. This might be difficult to
correct for and may be intolerable in a system covering wide waveband.

Another method of doing microscanning is to use tilting mirrors (Ref. 8) as shown
on Fig. 7. The use of reflective surfaces eliminates the problem of chromatic aberrations.
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However, it requires folding of the optical path which might be cumbersome in some
situations. In the case of two-dimensional motion, the use of mirrors introduces a rotation
in the image plane. In some cases, this is not negligible and may be difficult to
compensate for,

vertical ]
tilting : «— input
mirror ) € beam
I . ALS horizontal
focussing E] tilting
lens mirror

FIGURE 7 - Mirror based microscanning method

A non-mechanical microscanning method was recently presented by Barnard et al.
(Ref. 9). It is based on a liquid-crystal beam steering device mounted in front of the
detector matrix as shown on Fig. 8. The beam steering device operates as a prism
deviating the input beam.

focussing
lens

input
- be%m

liquid-crystal
beam steerer

FIGURE 8 - Liquid-crystal based microscanning method

The method seems attractive at first glance. However it is limited by two
important factors. Firstly, the transmission factor of the liquid-crystal device is low and
secondly, the beam steering device must be preceded by a polarizer to operate correctly.
This contributes to further reduce the transmission factor. Barnard et al. specifies an
overall transmission factor for the microscanning device to be less than 12% in the 3 to
3.5um band.
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The best method found to produce a compact and efficient microscanning system
is to move the focusing lens placed in front of the detector matrix (Ref. 10). This method
has several advantages over the previous ones in terms of aberrations, transmission,
symmetry and weight and is easy to implement. Moreover, the impact on the optical
quality of the imaging system is negligible as the lens is displaced only by small amounts
(e.g. one pixel size (38um)). A schematic diagram of the method is shown on Fig. 9.

I focussing

lens )
o . T T = input
ol «— beam
detector < i
matrix vertical
motjon

horizontal device
motion
device

FIGURE 9 - Lens based microscanning method

A parallel beam entering the lens is focused onto the detector matrix. It is possible to
show that any displacement of that lens produces an equivalent displacement of the image
over the detector array. This is independent of the focal length of the lens used and a two-
dimensional movement can be obtained by moving the lens on two-axis. This however
requires the use of a two-axis translation table and two perpendicularly mounted micro-
translators.

The use of a standard two-axis translation table is generally inappropriate because in
that configuration, one axis must support the other leading to excessive and uneven loads
on each axis. To achieve high speed performance, the natural frequency of the system
must be increased by minimizing the total load and finding a way to split the load equally
on each axis. Two methods were studied: firstly, a two-lenses based microscanning
system and secondly a special two-axis micro-translation device.

2.4.1 Two-lenses Based Microscanning System

A major improvement over a system based on a standard two-axis translation table
can be obtained if the movement is decomposed and realized using separate components:
one for the horizontal movements and another one for the vertical movements. Fig. 10
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shows a schematic drawing of a two-lenses microscanning system. Lens L1 is used to
control the displacements on one axis while lens L2 is responsible for displacements on
the other axis. When the effect of the two lenses is combined then a two-dimensional
motion is obtained.

12 11

image

e A ;R Y
T = S Y D 1

FIGURE 10 - Two-lenses based microscanning method

Referring to the upper part of Fig. 10, rays emerging from the point O cross the lens
L1 and are sent as a parallel beam toward the lens L2. The latter focuses the beam onto a
point I situated on the image plane. If L1 is moved down by a distance (d), then the rays
emerging from the point O come out from L1 with an angle (¢). This angle is related to
the focal length of L1. Then, L2 focuses the beam at I’. The distance between L2 and the
image plane (D) depends on the focal length of L2. This implies that the distance (d’)
between I and I’ on the image plane is related to the ratio of the focal length of the two
lenses. The lower part of Fig. 10 is essentially the same as Fig. 9. The parallel beam
coming form lens L1 is focused onto point I or I’ according to the position of 1.2.

This concept allows for the construction of a very compact system with equal
constraints on both axis. The drawback is that it requires the building of a non
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conventional lens and the alignment of two optical elements. As another approach to
improve the performances of a microscanning system, we have developed a special two-
axis micro-translation device.

2.4.2 Single-lens Based Microscanning Method Based on a Two-axis Micro-
translation Device

The microscanning operation can be realized using a single lens if the small
amplitude of the movement required to realize the microscan steps is taken into account.
A two-axis micro-translation device can be built using two flexible push rods mounted on
a lens assembly in the configuration shown on FIGURE 11a. The rods must be chosen to
be axially stiff but flexible when submitted to a perpendicular force.

FIGURE 11 - Schematic diagram of the two-axis micro-translation table

In Fig. 11.a, R, and R, represent two flexible rods of length /. They are tied at one
end to the lens assembly and at the other end to piezoelectric translators (P, and P,) which
allow motion through expansion and contraction. Those are mounted on a rigid frame
(not shown on Fig. 11) to allow for easy alignment of the apparatus in front of the
detector matrix. '

Fig. 11.b and 1l.c give an overview of the action and reaction forces occurring
following an expansion of the horizontal translator by a length d. This expansion pushes
onto the lens assembly and bends the vertical rod (R,) by an angle (). This, in turn,
creates a moment (m,;) that rotates the lens assembly counter clockwise as shown on
Fig. 11.c. The rotation does not affect the image position as it occurs with respect to the
optical axis. It continues until both rods bend equally (6/2) and develop inverse moments
that sum up to zero. The movement of the lens assembly can be established from Fig.
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11.c and simple geometry. Eq. 1 gives an analytical representation of effective
displacement (d) as compared to the translator elongation (d’).

d =d'-I(1-cos(94)) (D

Knowing that 6 is small, it is possible to neglect the second term of Eq. 1 and find:

d=d'

2.5 Microscanning Advantages and Drawbacks

The process of microscanning presents many advantages and a few drawbacks. The
first advantage is that it increases the resolution limit of a given FPA. A factor of two in
resolution can be obtained by using a two-step microscan operation. As previously
shown, increasing the number of step does not further improve the resolution but
enhances the contrast of highest frequency components. The resolution limit could be
improved at the cost of a more intense image processing algorithm. This aspect is covered
by the super-resolution technique (Refs. 11 and 12) which has not been considered here
as it generally requires too much processing time and hence is not applicable in real time
situations.

Microscanning also plays a major role in eliminating the effect due to a limited fill
factor of the FPA. It produces an overlap in the field of view of adjacent detector
elements and reduces the possibility of missing a target image that could fall in between
two detectors.

The main drawback of microscanning is that it reduces the overall frame rate. As
previously seen, the technique requires the acquisition of a number of sub-images to form
an oversampled one (four in the case of a 2x2 operation and up to 16 in the 4x4 mode).
Typically, the frame rate of a 256x256 FPA is limited around 240 Hz leading to a
maximum oversampled image frame rate of 15 Hz in the 4x4 mode.

Sensitivity is also a major issue in a microscan-based system. It reduces the
amount of time available to integrate the signal if a high frame rate is required. This
factor can be controlled by choosing an appropriate detector material. InSb detectors are
very sensitive and operates normally with short integration times (<3 msec) when used
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for imaging around room temperature. By choosing such an FPA, a good sensitivity can
be maintained even when operated at higher frame rates (240 Hz). Moreover, sufficient
time still exist in that case between two integration periods (~1.17 msec) to displace the
image from one microscanning position to the next.

An important requirement to reduce motion blur in microscanning images is that
the image must be stabilized over the FPA during integration. Two kinds of FPAs are
available: snap shot and rolling ones. Snap shot FPAs operate like standard film camera
meaning that all detectors integrate the signal in parallel. Rolling integration FPAs are
more complicated. The integration time of each line of the array is delayed by the time
required to read out the preceding line. A timing diagram for a rolling integration FPA set
with a 50% integration time ratio is shown on Fig. 12. As seen, the readout time of line
#1 follows its integration period. The whole timing for line #2 is delayed such as readout
occurs at the end of line #1 readout process. The same thing happens for each line of the
FPA leading to an overlap of the integration period of successive images. For maximum
integration time, the maximum frame integration period spans over as much as two image
periods as depicted in Fig. 12.

<+—— image period —

FPA line #1—__
FPA line #2 —

FPA last line —»

‘ total frame integration period .
for 50% integration ratio

adead +——— maximum frame integration period ———»
= integration ' =
« readout time time

FIGURE 12 - Timing diagram of a rolling integration FPA

When using a rolling integration FPA in a microscanning system, then one must
take into account the overlapping in the integration period of successive images. One way
to correct for this, is to drop one image over two resulting in a lower final frame rate. This
aspect will be covered in detail in the next section.
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3.0 THE MICROSCANNING SYSTEM

To improve the resolution of a staring FPA, a microscanning system was developed. The
main characteristic of the prototype is that it can operate in real time at a frame rate of up
to 240Hz. A schematic diagram of the prototype is shown on Fig. 13. It is composed of
three main parts: an imaging system, a microscanning unit and a video unit.

Imaging System
PRO-VIEW
COMPUTER PRO-VIEW SYSTEM
Proview
e MAIN Acquisition
1 coMPUTER i o
2
Proview 3
Display (¥
t Hsva Re[HSVD Tz
[ s
g8k
S A
g MICROSCANNING PROCESSOR MICROSCANNING CIRCUIT
MICROSCANNING
SYNC INTERFACE
I E CALIBRATION
HSVE INTERFACE - CIRCUIT
HIGH VOLTAGE
AMPLIFIER
Video Unit Microscanning Unit

FIGURE 13 - Schematic diagram of the microscanning system
The following sections gives a thorough description of each component.

3.1 The Imaging System

The imaging system includes a camera head and a camera controller, The camera
head is made of a detector array, a cooling system and a transimpedance amplifier which
relays the analog output signals to the camera controller. This unit allows to set the
operating parameters of the FPA (integration time, frame rate, etc.) through software

control and to construct the images.
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3.1.1 The Camera Head

The heart of the microscanning system is based on a 256x256 InSb FPA
manufactured by Amber Engineering (AE4256). It is sensitive in the 3-to-5-um region.
Each detector has a square shape and measures 31 um. The detector pitch is specified to
be 38 pm and a cold shield limits the aperture to £/3. The frame rate is adjustable and can
range from O to 240 Hz. The FPA operates in the rolling integration mode and the
integration time can be varied from about 0 to 99% of the total frame period. A thorough
evaluation of this camera system was previously performed and results were published in
a previous report (Ref. 13),

3.1.2 The Camera Controlier

The camera controller is a Pro-View system developed by Amber Engineering. It
includes all of the hardware and software components necessary to build the images
produced with the Amber FPA. A thorough description of the system is available in the
Pro-View hardware manual (Ref, 14).

Briefly, a Pro-View system includes three electronics boards (an acquisition
board, a pattern generator board and a display board) designed to drive one FPA. Up to
four Pro-View systems can be mounted in the same enclosure allowmg for the
independent control of up to four FPAs.

The acquisition board is used to grab the video signal either under an analog or a
digital format. It also applies a correction for pixel-to-pixel non-uniformity (NUC). All
the timing and clocking signals required to operate this module are produced by the
pattern generator board. After the NUC corrections, the samples are sent to the display
board which performs bad pixel replacement by means of a vector table and sends the
images to the output either under an analog format through standard BNC connéctors or
under a digital format via a high speed video bus interface (HSVB). By default, the
display board is programmed to produce an analog RS-170 compatible signal. Clocking
for the display board is generally supplied by an internal oscillator. However, numerous
external synchronization sources can be used including the pattern generator. In that case,
* exact synchronization of the input and output processes can be obtained.
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The Pro-View architecture is based on a dual frame buffer approach. While one
buffer is used to memorize the input samples, the other one is used to read out a corrected
image and send it to the display. This means that the output image is always delayed by
one frame period. At the end of a frame period, a swap occurs between the read and write
buffers and the process goes on. Priorities can be assigned to determine the swap time in
systems operating with different read and write clocks.

The general operation of the Pro-View system is controlled via a software called
AE-RTAS. A thorough description of the software is available in the Real time
application system user's guide (Ref. 15). The following section gives the proper
sequence required to set the Pro-View system in the correct microscanning mode.

3.1.3 Setting up the Camera Controller for Microscanning

To realize microscanning, the Pro-View system must be configured to acquire
data from an analog source (the FPA), and to output digital images on the HSVB. The
operation of the acquisition and the display board must be synchronized and the frame
buffer swapping process must be synchronized with the FPA frame rate in order to make
sure that each image is correctly sent to further stages of the microscanning system.

The following section gives the necessary entries to AE-RTAS to properly set the
Pro-View system for microscanning. The procedure given considers that the AE-RTAS
software is started in the default mode by invoking it with the default configuration file
i.e. ae256(@4t.aec.

Firstly, the Pro-View system must acquire data from an analog source and to output
digital images on the HSVB. This is done by entering the following sequence:
Main Menu
Unit Config
Mode Config
Operation Mode
Prebuffer with FPA Acquisition

Secondly, the frame buffer swapping priority mechanism must be set as to produce a
swap in conjunction with each FPA vertical synchronization pulse. This is done by
entering the following sequence:
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Main Menu
Unit Config
Mode Config
Buffer Swap
Fpa Sync

Thirdly, the clock source for the HSVB must tie to the pattern generator clock. One way
to do this is to use the single-ended backplane clock input available on the display board
and hardwires it to the main clock output of the pattern generator. Then, the following
software selection must be done:

Main Menu

HSVB Timing

Clock Source ‘ ‘
Single-Ended Backplane Clock

Fourth, the HSVB frame width and height must be adjusted to the FPA dimension. This is
done by entering the following sequence:
Main Menu
HSVB Timing
Frame Width: 256
Frame Height: 256 .

3.2 The Microscanning Unit

The microscanning unit was entirely developed at DREV. It includes an
electrooptic part used to realize the microdisplacements of the image over the FPA and all
the electronics required to generate the displacements and synchronize them with the FPA
frame rate and integration time. It also includes a real time microscanning processor used
to build the oversampled images from a sequence of low resolution images. Fig. 13 gives
a schematic view of the microscanning unit showing the main communication paths
shared with the other constituents of the system. The remaining of this section gives a
thorough description of each part.
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3.2.1 The Microscanning Head

The microscanning head is the key part of the unit. It allows two-dimensional
displacement of the image over the FPA surface. The strategy used is based on the two-
axis micro-translation table introduced in section 2.4.2. A photograph. of the experimental
setup is shown on Fig. 14.

~=—__ piezoelectric
Xures / translators

FIGURE 14 - Photograph of the microscanning head

The device was optimized to allow operation in real time up to a frame rate of
240Hz. Considering an integration time of 3 msec to build up the image, then one can
estimate that each displacement including the time required for stabilization must last less
than 1.17 msec. To achieve this level of performance, a special lens was designed to
minimize the mass of the moving part and allow mounting close to the center of gravity.
The lens was designed under contract by the National Optics Institute and the main

characteristics are given in Table L.

TABLE I
MICROSCANNING LENS CHARACTERISTICS

FOV 6 deg.
Waveband 3-to 5-um
Aperture /3
Focal length 95 mm
Thickness 27 mm
Weight 110 g.
Material silicon, germanium
# of elements 3
Blur spot 38 um at Sum
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As shown on Fig. 14, the lens is mounted in the middle of a rigid frame and is
held in place by two piezoelectric translators mounted perpendicularly. These translators
provide the means to displace the lens on a plan perpendicular to the optical axis. The
translators chosen for the application are from Physics Instrumente model P-910.625.
Detailed specification is given in Table II.

TABLEII
SPECIFICATION OF THE PIEZOELECTRIC TRANSLATORS

P-910.625

Nominal expansion at -1000V (pum) 40
Max. Pushing Force (N) 1000
Max. Pulling Force (N) 300
Stiffness (N/ pm) 30
Resonant Frequency (KHz) 11
Max. Operating Voltage (V) -1000
Electrical capacitance (nF) 160
Temp. expansion (um/K) 0.55

To get the flexibility required between the lens and the tip of the translator,
flexible rods are used. Those were obtained from Physics Instrumente (model P-176.50)
and are generally used to reduce the shear force in systems where both ends of a translator
must be rigidly screwed. The rods measure 20 mm in length and are characterized by an
axial stiffness at least three times larger than the stiffness of the translators (100 N/pm).
Considering the geometry of the microscanning setup one can estimate the maximum
shear force applied to be less than 0.2 N when the flexures are bent to maximum angle
(540 urad). This is small enough to prevent the breaking of the translators ceramics as a
force of up to IN can safely be applied.

To operate the microscanning head, each translator must be driven by a 0 to -1000
V power amplifier. The next section gives the description of an amplifier designed to
fulfill that requirement. The description is given for one translator only, the same design
is used to power up both channels.
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3.2.2 The High Voltage Amplifier

To initiate the design of the high voltage amplifier, a rough estimate of the current
needed to drive the translators and get the performances required for microscanning was
obtained. The translators were modeled as pure capacitors (160nF) and the time required
to perform a step was obtained from the standard charging equation of capacitors (Eq. 2).

v=Llis @)
C

In Eq. 2, V stands for the the voltage applied to the translator, C its cépacitance, i the
charging current and ¢ the time. Considering that the amplifier operates as a constant
current source during a step, then Eq. 2 can be written as:

r=YC 3)
i
Finally, assuming there is a linear relation between the translator length and the voltage
applied then Eq. 3 can be modified as:

CLK @

where L repsesents the step length and X, the expansion coefficient (25 V/um). Using Eq.
4, one can find that a current of at least 65 mA (i) is required to perform a 19um step (L)
in less than 1.17 msec (7).

This condition is similar to the requirement for a microscanning step executed in the 2x2
mode at maximum frame rate. Of course, the calculation does not take into account the
time required to stabilize the system. As a security factor, we designed the amplifier to
operate at a higher current level.

The amplifier circuit is based on an chip from APEX (PAS89). This device is
specially designed to work with high voltage piezoelectric transducers. It is powered up
by a source of £600V and can deliver a current of up to 100mA in continuous mode.
Higher peak currents can be obtained in dynamic applications as long as care is taken to
stay within the safe operating conditions specified by the manufacturer.
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In order to produce the large voltage swing required in our case (1000V), a
master/slave bridge configuration was chosen. This configuration also has the advantage
to double the slew rate of the amplifier. A complete drawing of the final circuit is shown
in Appendix A. The device shown on the left hand part of the drawing is the master. It is
configured with a gain of -50 and drives the slave device which is configured as an unity
gain inverter. In a bridge configuration, the overall gain equals two times the gain of the
master unit. It is thus possible to cover the entire output range with a single 0 to 10 V
input signal.

To avoid oscillation of the output when connected to a large capacitive load as the
translator, compensation was used to limit the bandwidth of the amplifier to 6.5KHz. To
further improve the reliability of the amplifier, great care was taken in the development of
protection circuitry. Firstly, low capacitance fast signal clamping diodes (1N4148) were
mounted at the input of each PA89 device to prevent the differential input voltage from
exceeding the maximum rated (£25V). The four diodes used in the design limit the
differential input voltage to *£1.4 and allow sufficient voltage to drive the amplifier to
maximum slew rate. Secondly, current limiting resistors were added both on the master
and the slave amplifier. Actually, the output current is limited to 75mA however smaller
limiting resistors could be used to increase the current available. The master current
limitation has been set about 20% lower than the slave current limitation to allow equal -
sharing of the stress in the case of a fault such as a short across the load. Thirdly, fast
feedback diodes (UF 4007) were added between the output and each alimentation pin to
make sure that the output voltage never exceeds the alimentation. This could occur by
inadvertently shocking the translator and induce a transient peak voltage that exceeds the
admissible limit. Finally, voltage transient suppressors were added between each
alimentation pin and the ground in order to make sure that each alimentation pin looks
like a low impedance path for voltage transients.

All the circuitry shown on Appendix A was mounted on a small printed circuit
board. Care was taken to minimize lead length and place the protection circuitry as close
as possible to the PA89 devices.

The power required to operate the amplifier is obtained from a regulated high
voltage DC module bought from Glassman High Voltage Inc. This unit is adjustable from
0 to 1000V and can be turned on and off remotely using a TTL compatible signal.
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3.2.2.1 Preliminary Results

The microscanning head was tested in conjunction with the high voltage amplifier
to make sure it meets the specifications required for microscanning. Fig. 15 shows a
curve of the output voltage versus time for a 250V step corresponding approximately to a

10um step.
2 -
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FIGURE 15 - The high voltage amplifier response time under load

As seen on Fig. 15, the amplifier response can be divided in two parts: a first
where the amplifier responds with constant current (the voltage across the load increases
linearly) and a second corresponding to the stabilization time. The first part last about
0.54 msec and is proportional to the step height. The second last approximately 0.14 msec
and seems to be roughly independent of the step height. By extrapolation, it is possible to
calculate the time required for a 19um step to be 1 msec plus the stabilization time (0.14
msec) which gives 1.14 msec. This is within the required specifications. Shorter
displacement time will be possible by increasing the output current.

3.2.3 The Microscanning Controller

The microscanning controller serves two main purposes. Firstly, it synchronizes
the displacements of the imaging lens to the FPA frame rate and integration time.
Secondly, it sets the length and the direction of a microscanning step according to the

mode selected.
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Fig. 16 shows a schematic diagram of the controller and a detailed drawing is
available in Appendix B. It is based on two microcontrollers of the INTEL family
(87C752) working in synchronism. One is used for horizontal displacements while the
other controls vertical displacements. Four digital input lines set the operation of the
controller: the vertical sync input line, the microscan mode two bit input code and the
reset line. In counterpart, the controller outputs two analog (0-10 V) and two digital
signals. The analog outputs correspond to the X and Y position of the microscanning lens
and are compatible with the high voltage amplifier described before. The two digital
signals (MSSYNC and ENCNT) are used for synchronization purposes.

The operation of the controller can be initialized by pulling the reset line to a logic
low level. Following this event, the memory of each microcontroller is loaded with a
table corresponding to a microscanning pattern selected. Each location of the tables stores
a coordinate expressed as a 12-bit integer. Then, each time a wvalid vertical
synchronization occurs, a new coordinate is sent to a digital to analog converter which
outputs a 0 to 10 volt signal compatible with the high voltage power amplifier.

— channet X D/A X position command
microcontrolier A
(87C752) <—<Qﬁpl. «—position sensor X
Vertical SYNC > 1 ™~
Enable
uscan mode (2) > SYRC- | count
. Reset —>»e — ‘channel Y

) D/A>— Y position command
microcontroller

(87C752) 4——<@! +— position sensor Y

I » MSSYNC
» ENCNT

FIGURE 16 - Schematic diagram of the microscanning controller electronics

As mentioned before, the controller determines the step length and direction
according to the mode selected. Four modes were implemented in the controller: no
microscan, a 2x2 cycle, a 3x3 cycle and a 4x4 cycle. Fig. 17 shows the pattern associated
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with the last three cases. Position zero in each cycle corresponds to the first step position.
When in this position, the MSSYNC signal is set to logic high level allowing
synchronization with the microscanning processor (this unit will be described in section
3.2.5). Any microscanning pattern can be programmed in the controller memory.
However, the 2x2 and 4x4 cycles chosen here are of interest as they are characterized by
steps of equal size and require only one translator to work at a time.

3« 2
0 » 1

2x2 (1 step = 19um) 3x3 (1 step = 12.7um) 4x4 (1 step = 9.5um)

6 »7 »8 1le—10¢—9%«—8

! 1

12— 13 6—»7

1514 I«——-—4

v )

0~y —>2 0—>1—2—>3

FIGURE 17 - The microscanning pattern according to the mode

Each time a step is done, an automatic calibration is performed to readjust the step
length and minimize the positioning error. To allow this calibration, the signal from
position sensors mounted on each translator is sent as a feedback to the microcontrollers.
Before being digitized and used in the correction algorithm, the output of the position
sensors is conditioned. The following sections give some details about the circuitry used.

3.2.3.1 Position Sensors

The sensors used to measure the position of the microscanning lens are based on
strain gage devices connected in a bridge configuration. To accurately measure the output
of the bridge, a differential amplifier is used. A schematic drawing of the amplifier
designed is given in Appendix C. The bandwidth was limited to 3.5 KHz to minimize
noise while still maintaining sufficient bandwidth to measure the fastest displacements.
Potentiometers were added to allow gain calibration and adjustment of the zero point.

In order to set amplifier gain to the required value (0.25V/um), a calibration system
based on an interferometer was used. Fig. 18 shows a schematic drawing of the setup.
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FIGURE 18 - Schematic drawing of the calibration setup

The system is mainly composed of a two channels 10 bits A/D converter and a 16 bit
D/A converter which can be interfaced to an IBM-PC through an HPIB bus. The D/A
converter is used to generate a precise voltage adjustable from 0 to 10 V, This signal
feeds the input of a high voltage amplifier and drives a translator on which a flat mirror is
mounted. The mirror and the translator have been aligned with the interferometer as to
produce an interference pattern just in front of the detector plane. By varying the length of
the translator, the phase of the interference pattern changes in direct proportion with the
elongation. The output of the detector thus varies as a sinusoidal function having a period
equals to half the wavelength of the laser used in the interferometer (A/2 = 316.4 nm).

To calibrate the position sensors, the D/A converter was programmed as to generate
a slow growing ramp and the output of the detector as well as the output of the position
sensors were recorded with the A/D converter. Then, the number of periods recorded on
the detector output was counted and the voltage variation was measured from the position
sensor output. The gain of the amplifier was then calculated by multiplying the count
measured by the period of the sinusoidal signal divided by the voltage required to obtain
that count as shown in Eq. 5.
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n(316.4nm)
G=—""——= (5)
AV

In Eq. 5, n stands for the number of periods in the detector output and AV for the position
sensor output voltage variation. The gain potentiometer was adjusted and the procedure
repeated until the gain of each amplifier was calculated to be within less than 1% of the
target value (0.25V/um).

Following the calibration procedure, some means must be introduced to allow the
controller to correct for the rolling integration mode of the FPA. The next section gives a
precise timing diagram of the controller and explains the method used to correct for that
artifact.

3.2.3.2 Correction for Rolling Integration

The microscanning controller allows correction for the rolling integration mode of
the FPA through the use of the ENCNT signal. The main use of this signal is to inform
the microscanning processor that a valid image is available on the HSVB. The timing of
the ENCNT signal takes into account the delay of one frame period imposed by the
architecture of the Pro-View system (see section 3.1.2).

As mentioned before, the operation of the controller is based on the vertical
synchronization signal provided by the Pro-View system (FP4_ySYNC). This signal
corresponds to the frame timing of the first line of the FPA. When low, the detectors of
that line integrate and the integration period ends upon a low to high transition of the
signal which starts up the read out process. After completion, the signal remains high
until a new integration period begins. As explained in section 2.5, the integration period
of each line of the array is delayed by the time required to readout the preceding line. This
creates an overlap in the integration period of successive images which is maximum when

the integration time is set to the maximum value (see Fig. 12).

A timing diagram showing the relation between the FPA integration time and the
ENCNT signal is given on Fig. 18.
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FIGURE 18 - Correction for rolling integration

To perform a valid microscan image acquisition sequence, the images must be
stabilized over the FPA for the overall effective integration period of a frame. Thus, one
image over two must be thrown away as it includes blurring effect due to displacement of
the lens during signal integration. To implement this correction, the microcontrollers
were programmed to count each second image and a signal (ENCNT) was generated to
indicate every valid image.

The circled numbers on Fig. 18 give the sequence of events that occurs in the system.
Firstly, the microscanning lens is brought to a first position (1). Then, the system waits
for stabilization (2) and the integration time of the first line begins (3). Following this, the
readout process of line one begins (4) and the image samples are sent to Pro-View frame
buffer A. This process goes on until the last line of the FPA is read out (5). Then, a frame
buffer swap occurs in Pro-View (6) and the data stored in frame buffer A is sent to the
HSVB (7). At the same time, the lens is moved to the next microscanning position (8) and
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the process starts over again. As shown on Fig. 18, the ENCNT signal is high when a
valid microscanning image begins on the HSVB.

The bottom part of Fig. 18 also shows the timing diagram of the MSSYNC signal.
This signal is generated by the controller and indicates the beginning of a microscanning
cycle. Both ENCNT and MSSYNC are used to control the operation of the microscanning
processor and their use will be described later on.

3.2.3.3 The Software

The operation of the microscanning setup is under the supervision of the controller
software. The same program is executed on both channels except that one includes the
information for horizontal displacements while the other includes information for vertical
displacements. Fig. 19 gives a schematic view of the algorithm used on one channel. As
shown, it is made of a main routine and an interrupt routine. The detailed listing of the
program is available in Appendix B.
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MAIN HARDWARE INTERRUPT ON YSYNC=0

[ ENCNT=1? || Wait until YSYNC=1 |
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A4
| Read index from port|

Set EIGCNT
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[ Go to new position|

| Wait until YSYNC=1 |

| Reset ENCNT

y
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FIGURE 19 - Controller algorithm

The main routine is used to initialize the setup. It first determines the microscanning
mode by reading the two-bit code (M1, MO0) applied by the user to the mode input. This
allows the access to a data table stored in ROM that defines the coordinates and the
sequence of the microscanning cycle chosen. The table is then copied into RAM to be
used as a voltage command table. This table defines the voltage levels required to bring
the lens at each microscanning position. As it is stored in RAM, it is possible to update it
to compensate for any positioning error. This procedure is done by the calibration
algorithm and will be explained later on.

The last step of the initialization phase is to read the first location of the voltage
command table and to bring the microscanning setup to its first position. Then, the
program enters an infinite loop and waits for interrupts to occur.
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The interrupt routine is entered on a low level of the inverted vertical synchronization
signal (FPA_YSYNC). The first step executed is to determine the logic level of the
ENCNT signal. If low, then the program waits for a transition of the FPA_YSYNC
signal, sets ENCNT and returns to the main loop. Otherwise, the program determines the
index of the next position in the microscanning cycle and then enters a synchronization
phase. This is used to make sure that both channels operate in parallel. When ready, a
new position sample is sent out and the processing is delayed until the FPA YSYNC
signal goes to logic high level. This phase corresponds to the time required to stabilize the
lens.

After stabilization, the ENCNT signal is pulled low and the program enters the
calibration phase represented as a gray box on Fig. 19. Calibration is required due to the
non linearity of the translator response. In fact, the relation between the length of a
translator and the voltage applied shows hysteresis which may introduce as much as 15%
in positioning error. Of less importance are the temperature expansion change and the
drift. The former can reach 0.2% per degree Kelvin while the latter is around 1% over
one time decade. The calibration algorithm corrects the first two within the precision of
the position measurements. The third is negligible considering the duration of each
microscanning step.

The first step of the calibration process is to measure the position of the lens. An
average of 16 8-bit samples are obtained from the position sensor. Then a positioning
error (&) is computed using Eq. 6.

e=P— Rp(i) (6)

where P represents the actual position and Rp(i), the i*# element in the microscanning
coordinate reference table stored in ROM. The error is then converted in voltage and used
to update the voltage command table as shown in Eq. 7.

ve,, () =Ve,(i)+ & (7)

where Ve,+,(i) represents the updated value of the ith element of the voltage command
table at time #+7. In our systen'i, a one-to-one relation exist between the positionning error
and the corresponding voltage due to the calibration. In fact, the position sensors are
calibrated to produce a 0 to 10 volts output and the same voltage range is required to
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operate the high voltage amplifier. Following this calculation process, the program
returns and waits for another interrupt to occur.

One iteration of the calibration algorithm is done each time the microscanning lens is
displaced. Thus, to perform a full calibration, each position of a microscanning cycle
needs to be visited a few times. Experience has shown that the positioning error comes
down to negligible value after only a few iterations for each position. Then, the algorithm
continues to track any variations due to the change in temperature.

The Fig. 20 shows an example of the calibration algorithm performance in the case of
a 4x4 microscanning cycle. Fig. 20a) and b) give respectively a graph of the uncorrected
and corrected cycle. A clear reduction in positioning errors is seen. The axis on Fig. 20
represents the amplitude of the voltage measured at the output of the horizontal and
vertical position sensors calibrated in microns.
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FIGURE 20 - 4x4 microscanning pattern: a) uncorrected b) corrected
3.2.4 The Microscanning Processor

The microscanning processor is used to build oversampled images in real time. It
grabs a series of low-resolution images coming out on the HSVB, interlaces the pixels
according to the microscanning mode selected by the user and outputs oversampled
images compatible with the HSVB standard.

The operation of the processor is controlled by three logic signals: a two-bit code
representing the microscanning mode (M1, M0) and the MSSYNC signal representing the
beginning of a cycle. Those are obtained from the microscanning controller. The Fig. 21

gives a view of the processor operation in the case of the 4x4 cycle.
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FIGURE 21 - The microscanning processor operation

The processor is structured as a dual frame buffer memory having different read and
write sequences. The size of each frame buffer depends on the microscanning mode
selected (M1, MO0) and can reach a maximum of 1024x1024 pixels x 16 bit in the 4x4
mode. When one pixel is written in a frame buffer, another is read out from the other one.
At the end of a cycle, the role of each buffer is exchanged and the process goes on. The
beginning of a cycle is indicated by the level of the MSSYNC obtained from the
controller.

During the write process, the address of a pixel is determined as a function of the
image number within the microscanning pattern (see Fig. 21) in order to interlace the
pixels properly. Any pattern could be used as long as the same is used by the processor
and the controller. During the read cycle, the frame buffer memory is scanned linearly
from top to bottom and the oversampled image is sent to the output. However, to
compensate for the images dropped during the acquisition process (rolling integration),
the output frame buffer can be scanned twice while one image is built in the input frame
buffer.

The architecture of the processor is based on the Complex Programmable Logic
Device (CPLD) technology of Intel. Two iFx780-15 chips are used to control the
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operation of the two frame buffers. A detailed schematic drawing of the processor is
given in Appendix D. The two CPLD are programmed as row and column counters
synchronized with the HSVB horizontal and vertical synchronization signals. They
provide addresses for the frame buffers and the counting sequence depends if the buffer is
in the writing or the reading mode. To implement this algorithm in the CPLD, two
independent sets of counters were programmed in each CPLD. The output of each counter
was tied together and to prevent bus contention, only one counter output is enable at a
time. The selection depends if the frame buffer in the read or the write mode.

Before using the processor, the two CPLD must be programmed. The same program
is used for mode 0, 1 and 3 (no microscan, 2x2 and 4x4) while a different file is required
for mode 2 (3x3). Table III gives the name of the source file that must be used in each
case and Appendix D gives a detailed listing of each file.

TABLE III) Source file required to program the CPLD as
a function of the microscanning mode.

Microscanning mode Source file name

no microscan, 2x2, 4x4 Ul: vidul_h.pds
Ull: vidull _h.pds
3x3 Ul:  v33ul_lLpds
Ull: v33ull_lpds

The source files must be compiled into JEDEC files before being downloaded to the
CPLD. This is accomplish by using a compiler (PLDshell.exe) available from the CPLD
vendor. Then a downloader software (pengn.exe) and a hardware interface cable must be

used to terminate the procedure. Complete explanations are given in “PLDshell
Plus/PLDasm User’s Guide V3.1” (Ref. 16).

3.3 The Video Unit

The video unit is the last stage of the microscanning setup. It is used to grab the
images produced by the microscanning processor and to display them live. It is composed
of a digital frame grabber manufactured by Dipix Inc. and a standard high resolution
video monitor. The frame grabber interfaces directly to the microscanning processor
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digital output and can be programmed to grab and display even at maximum frame rate
(32Mb/sec). To provide for the four microscanning modes, distinct camera configuration
files must be used. Appendix E gives a listing of the file required in each case.
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4.0 RESULTS

To evaluate the performance of the microscanning setup, the LSF and the MDTF of
the microscanning camera were measured and compared with the LSF and MDTF of the
non-microscanning camera. Moreover, the mechanical characteristics of the setup were
evaluated by tracing a graph of the MDTF as a function of the camera frame rate. The
next three sections give a summary of the results obtained.

4.1. The Non-microscanning Case

The LSF and MDTF of the non-microscanning camera were obtained. To realize this
measurement, the operating parameters of the camera controller were set to typical
values. The integration time was set to 3 ms with a pixel clock of 5 MHz. This clock rate
produces a frame rate of 72.88 Hz. The gain and offset of the camera (transimpedance
amplifier) were adjusted to allow a two-point calibration using blackbodies of 20 °C and
30°C. After calibration, the camera was aligned in the optical path of a collimator
having a focal length of 120 inches to look at a narrow slit. The slit width was chosen to
subtend an angle more than ten times smaller than the angle subtended by a single
detector (25 prad vs 400 prad). It was slightly tilted to cover at least two columns of
detectors and the temperature of the blackbody placed behind the slit was set around
120 °C in order to get enough signal without saturating the detectors.

Fig. 22 shows a region of the image recorded. A zooming factor of four was applied
to facilitate comparison with the microscanning image. ) o

D e  DESE CASE
A e WOTSE Case

FIGURE 22 - The non-microscanning image of the slit
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Fig. 23a gives the LSF of the non-microscanning FPA. For clarity, only two profile
lines were overlaid on the graph. They represent the best and the worst cases as shown by
the arrows on Fig. 22. The MDTF was obtained by calculating the Fourier transform of
the LSFs. Results are shown in Fig. 23b. Many curves were plotted corresponding to
positions between the best and the worst case. Considering that the focal length of the
lens is 95 mm and that the detector pitch is 38 um, then it is normal to find the first zero
of the MDTTF at a frequency of 1.25 cy/mrad. The use of microscanning should bring that
limit close to 2.5 cy/mrad.

MDTF
1.0 LSF
05T
0.0 : 1 { Lt g: ™
-20 -10 Y 10 20 3 4 5
a Angle (mrad) b Freq. (cy/mrad)

FIGURE 23 - Non-microscanning FPA a) LSF, b) MDTF
4.2 The 4x4 Microscanning Case

The LSF and MDTF of the microscanning camera were obtained using the same
camera setting with the microscanning switch set to the 4x4 mode. Fig. 24 gives an
example of the image obtained. The corresponding LSF curve is plotted on Fig. 25a.
Unlike the preceding case, no difference is observed between each line profile. For that
reason Fig. 25a) shows only one LSF curve.

|

FIGURE 24 - The microscanning image of the slit

The MDTF data was obtained using the same method as before. Results are given on
the graph of Fig. 25b. All the MDTF curves show superposed. It is possible to see that the
first zero of the function occurs around 2.5 cy/mrad which is the limit predicted by the
theory.
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As seen on Fig, 25b, the aliasing lobe of the MDTF is attenuated as compared to the
theoritical case presented on Fig. 5. This is due to a smoother LSF than what is predicted
by theory and can be attributed to diffraction. As generally known, the microscanning
lens is at best limited by diffraction. Considering a wavelength of 4um and the aperture
(f/#) of the microscanning lens then the diffraction theorem stipulates that almost all the
energy coming from a point source should be contained in a disc of nearly 30um radius.
This almost corresponds to the pixel size (31um) of the FPA and could easily explain the
degradation measured in the LSF curve.

LSF MDTF
1.0
05 +
0.0 t t t ; pdoc .
-20 -10 0 10 20 3 4 5
a o Angle (mrad) b Freq. (cy/mrad)

FIGURE 25 - Microscanning FPA a) LSF, b) MDTF

As another way to evaluate the performance of the microscanning system, the
image of a standard test pattern was obtained using the same camera parameters as
before. The test target was adapted to the detector size and the lens used and shows
frequencies increasing from about 0.5 cy/mrad up to approximately 3 cy/mrad in the case
of the horizontal pattern and 5 cy/mrad for the vertical and diagonal ones. The left hand
part of Fig. 26 shows the image obtained without microscan and the right hand part shows
the result obtained in the 4x4 microscanning mode. The image of Fig. 26a was zoomed
four times in order to show the same dimension as the microscanned image.
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FIGURE 26 - Image of a standard test pattern: a) without microscanning b) with a 4x4

microscanning pattern

As shown on Fig 26a, the non-microscanned camera can resolve frequencies up to
1.25 cy/mrad. Frequencies seen above that limit are false frequencies and are due to
aliazing and undersampling of the FPA. On Fig. 26b, enough contrast still remains to
resolve frequencies up to 2.5 cy/mrad. No aliasing is observed.

4.3 Frequency Response

As a method to evaluate the mechanical performance of the setup, the MDTF of the
microscanning camera was plotted as a function of the camera frame rate. For this
experiment, the integration time was fixed to 3msec and the frame rate was varied from
about 10 Hz to more than 200Hz with the microscanning system set in the 4x4 mode. A
two-point calibration was performed for each frequency tested and a MDTF measurement
was performed each time.
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FIGURE 27 - MDTF as a function of the microscanning camera frame rate

Fig. 27 shows the MDTF height at 0.5, 0.25 and 0.1 cy/mrad as a function of the
camera frame rate. We can clearly see that the MDTF is not affected by a change of the
camera frame rate over the whole frequency range tested. We can thus conclude that the
microscanning device meets the requirements of the project in terms of frame rate.
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5.0 CONCLUSION

This memorandum describes work performed to develop and test a microscanning
camera system. The system built allows to improve the resolution of a FPA detector
matrix by a factor of two and can be operated with a frame rate of up to 240 Hz. The
microscanning effect is obtained by displacements of a lens placed in front of a focal
plane array. In order to achieve the high performance required, a new method based on a
two-axis microtranslation device is used. This device allows very compact fabrication and
operation at high frame rate.

The system includes all the hardware and software necessary to implement the
microscanning operation with real-time image processing. The system can be operated in
a 2x2, 3x3 and 4x4 microscanning mode and the pattern can be changed by software
control.

The operation of the system was thoroughly tested and results show a clear
improvement of the maximum resolvable frequency. Moreover, tests made over a wide
camera frame rate range showed no degradation of the microscanning images overall the
frequency range.

Future work could be done to further improve the resolution of microscanned
images. On one hand, filtering could be used to enhance the contrast over the resolved
band. As shown by the results, the MDTF of microscanned images decreases gradually up
to the maximum resolvable frequency. To ease the detection and identification process of
objects including high frequencies, one could try to develop a filter matched to the MDTF
curve and enhance the contrast of the highest frequencies. On the other hand,
superresolution algorithms could be. developed to exploit every sample of a
microscanning cycle and bring the resolution of superresolved images close to the size of
a microscanning step.
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APPENDIX A

High Voltage Power Amplifier Schematics
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APPENDIX B

Schematic Diagram of the M
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:  PCTRL_X.ASM

: Version 2: modifie pour

; Primary controls

$MOD752

STITLE (piezo control program)
SPAGBWIDTH(132)

$DEBUG

SOBJECT

SNOPAGING

ial scan int

VECTOR TABLE DEFINITION

mwwe

RESET CONDITION

ORG 0000H
ATMP  MAIN

; EXTERNAL INTERRUPT #0
ORG 0003H
AMP  INT O

; TIMER FLAG 0
ora 000BH
RETT

; EXTERNAL INTERRUPT #1
ORG 00134
RETI

; 1IC TIMER OVERFLOW
ORG 001BH
RETI

SERIAL PORT INTERRUPT

ORG 0023H
RETI
: RDC EOC
ORG 002BH
RETI
; PWM COUNTER OVERFLOW
ORG 0033H
RETI
i .
i DATA TABLE
: ereren
ORG 0040H
Mi1X1:
oW 00800H
M2X2:
R 02433H, 0CBCDH
DW 03433H, 01BCDH
M3X3:
oW 012EFH, 02800H, 06D11H
oW D42EFH, 05800H, 00D11H
e O72EFH, 08800H, 03D11H
MsX4 e
DW 0424DH, 0061AH, 019E6H, O2DB3H
oW 0524DH, 0261AH, 0792E6H, 03DB3IH
DW 0C24DH, 0861AH, 069E6H, OADB3H
bW OD24DH, OE61AH, OF9E6H, OBDB3H
14%4 lineaire
H DH 0124DH, 0261AH, 039E6H, OCDB3H
H oy 0S24DH, 0661AH, 079E6H. 00DB3H
: DW 0924DH, OAGlAH, OBSE6H, O0ADB3H
H bW 0b24DH, 0E61AH, OFSE6H, 08DB3H
T_LENGTH:
INC A
MOVC A, ®A+PC
RET
DB Q2H, 0BH, 012H, 020H
TABLE EQU 020H

MAIN PROGRAM

R7 CONTIENT L‘'OFFSET.

jon

ey

DPTR POINTE AU DEBUT DE LA TABLE CQURANTE (ROM).
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ORG 100H
MAIN:
CLR P0.3
CLR P0.4
SETR P1.7
SETB P0.2
MOV ADCON, #OE4H

i
7 DETERMINE THE MICROSCANNI!

i
MoV A, PO
ANL A, #06000011B
CINE A, KOOH, M2
MoV DPTR, #M1X1
SMP  DPTR_OK
M2: CINE A, #O1H, M3
MOV DPIR, #M2X2
SIMP  DPTR_OK
Ma: CINE A, HOZH. M4
MoV DPTR, #M3X3
SJMP  DPTR_OK
M4: MoV DPIR, #MdX4
DPTR_OK:
H
; TRANSFER COMMAND TABLE IN
i
ACALL  T_LENGTH
Mov R2, A
MoV R7. #OOH
MoV RO, #TABLE
L1: MOV A, R7
MOVC A, @A+DPTR
MoV RO, A
INC RO
INC R7
DINZ Rz, L1
MOV R7, #0OH

:
; WRITE FIRST SAMPLE TO OUT!
i

ACALL READ_RAM_TABL
ACALL  WRITE_PORT
Mov IE, #10000001
LOOP:
AJMP LOOP
» e

LTI ' *

CLEAR LATCH ENABLE ON LSB CHIP
CLEAR LATCH ENABLE ON MSB CHIP
CXOK/ = 1

; ENCNT = 1

¢ ENABLE ADC CHANNEL #4

NG MODE

; READ DIP SWITCH
i APPLY MODE MASK

; SET DPTR TO THE BEGINNING OF
; CORRESPORDING TABLE

RAM
: DETERMINE THE SIZE OF THE TABLE

; SAVE TABLE LENGTH
+ SET OFFSET TO 0

¢ INITIALIZE OFFSET TO OOH

PUT PORT

E ; READ FIRST SAMPLE FROM TABLE
: WRITE SAMPLE TO OUTPUT PORT

B ; ENABLE INTERRUPTS

WRITE_PORT SUBROUTINE

TErEETETIETIIYITINFYTIICT IS RCNRISC RN INYTY

INPUT: R2 R3
t"tl.'.!ll".!.l.'.'l""ll'!.l AR BRI R NP A IR TR RN NI IR TIRTIERS
WRITE_PORT:

MOV P3, R2 : WRITE MSB

SETB Po.4

CLR PO.4

MoV P3, R3 ; WRITE LSB

SETB  P0.3

CLR P0.3

RET
R R AT E R R AR
i
: READ_RAM_TABLE SUBROUTINE
: INFUT: R7
; OUTPUT: R2 R3
: ACC AND RO ARE MODIFIED
7
: aee e eN RN AR ISR O RS Rre
READ_RAM_TABLE

MOV A, ¥TABLE

ADD A, R?

MoV RO, A

MOV B, eRO

MoV R2, A

INC RO

MoV A, @RO

MOV R3, A

RET
jerane wanarn AR R SRR RN R e e a.

i
¢ WRITE_RAM_TABLE SUBROUTIN

E
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; INFUT: R7 R2 R3 MoV A, R2 ; CLEAR INDEX BITS OF R2
: ANL A, ¥OFH
; ACC AND RO ARE MODIFIED MOV R2, A
i
[k MoV A, R3 ; ADD ERROR (RZR3 = R2R3 + R4RS)
WRITE_RAM_TABLE: ADD A, RS
A, ¥TABLE MOV R3.A
ADD A, R7 Mov A R2
MOV RO, A ADDC A, R4
MoV A, R2 MoV R2, A
MoV ®RO, A
INe RO MOV A, R2 ; CHECK RZR3 FOR OUT OF RANGE VALUE
MoV A, R3 ANL A, HOFOM
MOV @RO, A 3z RANGE_OK .
RET ANL A, #080H
az OVER
MOV R2, #OOH
: . MOV R3, #00H
: AJMP  RANGE_OK .
; READ_ROM_TABLE SUBROUTINE OVER: MOV R2, WOFH
; INPUT: R7. DPTR MoV R3, #OFFH
: QUTPUT: R4 RS -
H
: ACC IS MODIFIED RANGE_OX:
7 POP ACC ; RESTORE INDEX BITS IN R2
[ . cever ORL A, R2
READ_ROM_TABLE: MoV RZ, A
MoV A, R7
MOVC A, @RAsDPTR ACALL  WRITE_RAM_TABLE ; SAVE MODIFIED VALUE IN RAM TABLE
MOV R4, A
MOV A, R7 INTG_END:
e A RETL
MOVC A, @A+DPTR
Mov RS, R
RET PR e I L T S L 22 L]
H
; SAMPLING ROUTINE
; Erwerwsenn ; THE VALUE IS RETURNED IN R2(MSB) AND R3(LSB)
; i ACC AND R4 ARE MODIFIED. ,
; INTO SUBROUTINE (LEVEL TRIGGERED) ;
I ACC‘ Ro‘ Rz‘ R3 ARE MODIFIED 3 ey AR AN RTINS TN I U AR SRT
3
jrees Liad . SAMPLE:
: MoV R2, #OOH : INITIALIZE RESULT
INT_0: MoV R3, #0OH
JB £0.2, UPDATE : Check ENCNT and update position MoV R4, #O10H ; SUM 16 SAMPLES
if 1
MoV A, RDAT ; CLEAR ADCI
W2s JNB Pl.5, W2 ; WAIT UNTIL PIN 20 GOES HIGH
START_ADC:
SETB  PO.2 3 ENCNT = 1 MoV A, ADCON ; START CONVERSION
RETI ; TERMINATE INTERRUPT. ORL A, #08H
MoV ADCON, A
:
i GO TO NEXT MICROSCANNING STEP AS FAST AS POSSIBLE WAIT_EOC: ; WAIT UNTIL END OF CONVERSION
: MOV A, ADCON
UPPATE: ANL A, ¥010H
A, PL ; GET THE NEW OFFSET VALUE FROM 3z WALT _EOC
PORT 1
ANL A, HOPH MoV A, ADAT ; READ RESULT
RL A ; MULTIPLY BY 2
MoV R7, A : SAVE OFFSET VALUE ADD A, R3 ; ADD RESULT
MoV R3. A
CLR P1.7 ; SYNCHRONIZE X AND ¥ CHANNELS CLR A
Wiz JB P1.6, W1 ADDC A, R2
SETB  P1.7 MOV R2, A
ACALL  READ_RAM_TABLE DINZ R4, START_ADC ; LOOP R4 TIMES
RCALL  WRITE_PORT B .
RET
Wi JNB P1.5, W3 1 WAIT UNTIL PIN 20 GOES HIGH
MOV A, PO ; CHECK USCAN MODE AND DO NOT CLEAR ENCNT END
ANL A, #00000011 : IF USCAN MODEw0O
Jz  CAL
CLR P0.2 7 ENCNT = ©

A LOT OF TIME IS THUS AVAILABLE.

THE CALIBRATION ROUTINE 15 EXECUTED DURING THE INTEGRATION TIME.

CAL:
ACALL  SAMPLE 1 READ CURRENT POSITION (R2, R3)
ACALL  READ_ROM_TABLE ; GET IDEAL POSITION (R4, R5)} AND
MoV A, R4 7 CLEAR INDEX BIT OF R4
ANRL A, #OFH .
MOV Re, A
CLR < ; COMPUTE ERROR (R4RS5 = R4R5-R2R3)
MOV A, RS
SUBB A, R3
mov RS, A
MOV A, Ra
SueB A, R2
MoV R4, A
ACALL  READ_RAM TABLE ; ADJUST COMMAND IN RAM TABLE
MoV A, R2 i SAVE TABLE INDEX FOR FUTURE USE
ANL A. ¥OFOH
PUSH ACC
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1 SETB P1.7 + CXOK/ = 1
; PCTRL_Y.ASM
Mov ADCON, #0OE4H ; ENABLE ADC CHANNEL #4
; Version 2: modifiee pour sequential scan integration
:
; Primary controls + DETERMINE THE MICROSCANNING MODE
$MOD752 H
$TITLE {(piezo control program) MOV A, PO ; READ DIP SHWITCH
SPAGEWIDTH(132) ANL A, #00000011B i APPLY MODE MASK
S$DEBUG
SOBJECT
$SNOPAGING CJINE A, #00H, M2 ; SET DPTR TO THE BEGINNING OF
MOV DPTR, #MIX1 5 CORRESPONDING TABLE
SIMP DPTR_OK
;tt-it'.tﬁ't..t'b " M2: CJINE A, “01“, M3
H VECTCR TABLE DEFINITION MoV DPTR, #M2X2
pNRERETTER R R T RN SJMP DPTR_OK
H M3: CJINE A, #02H, M4
MOV DPTR, #M3X3
; RESET CONDITION SIMP DPTR_OK
ORG 0000H M4 MOV DPTR, #M4X4
AJMP MAIN DPTR_OK:

1 EXTERNAL INTERRUPT #0
ORG 0003H
AJMP INT_O

TRANSFER COMMAND TABLE IN RAM

o

ACALL  T_LENGTH ; DETERMINE THE SIZE OF THE TASLE
; TIMER FLAG 0 MoV RZ, A ; SAVE TABLE LENGTH
ORG 00OBH MoV R7, #00H ; SET OFFSET TO 0
RETI MOV RO, #TABLE
L1: MOV A, R7
; EXTERNAL INTERRUPT #1 MOVC A, @A+DPTR
oRG 0013H MOV RO, A
RETEL iNe RO
Ne R?
; IIC TIMER OVERFLOW DINZ  R2, L1
ORG 001BH
RETI
MOV R7, #00H ; INITIALIZE OFFSET TO 00H
; SERIAL PORT INTERRUPT
ORG 0023H
RETI f
; WRITE FIRST SAMPLE TO OUTPUT PORT
7 ADC EOC :
ORG 002BH ACALL  READ_RAM_TABLE ; READ FIRST SAMPLE FROM TABLE
RETL ACALL  WRITE_PORT ; WRITE SAMPLE TO OUTPUT PORT
+ PWM COUNTER OVERFLOW MoV IE, #10000001B ; ENABLE INTERRUPTS
ORG 0033H
RETI LOOP:
AJMP  LOOP
R jeveeereseens vewss sererrrereny
5 DATA TABLE ;
g ; WRITE_PORT SUBROUTINE
: : INPUT: R2 R3
ORG 0040H :
" Xl'.llll'lll- L2112 EEREE RN IR AR RS
M1x1: WRITE_PORT:
DK 08800H MOV P3, R2 ; WRITE MSB
SETB  P0.4
M2K2: CLR PO.4
oW 0OBCDH, 0OBCDH MOV P3, R3 ; WRITE LSB
oW 08433H, 00433H SETB  P0.3
CLR P0.3
M3X3: RET
oW 00D11H, 0OD11H, OOD1IH
oW 00800H, 0D800H, 00800H
oH 0B2EFH, OO2EFH, O02EFH jeeernnssanennranes . .- cesssrvaevervenvan
i
MaXa: 7 READ_RAM_TABLE SUBROUTINE
oY 0ODB3H, 00DB3H, 0ODB3H, OODBIH : INPUT: R7
oW 009EEH, OOYEGH, OOSEEH, 009EGH i OUTPUT: R2 R3
oW 0061AH, 0061AH, 0061AH, 0061AH i ACC AND RO ARE MODIFIED
oW 0824DH, 0024DH, 0024DH, 0024DH :
. rerrResnarTrrRa e
T_LENGTH: READ_RAM_TABLE:
INC A MOV A, STABLE
MOVE A, @A+BC ) ADD A, R7
RET MoV RO, A
DB 02H, 08H, D12H, 020H MoV A, #RO
Mov RZ2, A
INe RO
TABLE  EQU 020H MoV A, @RO
Mov R3, A
jerreererresrans [ RET
i
i MAIN PROGRAM
: ; [P . [
: R7 CONTIENT L'OFFSET. :
i ; WRITE_RAM_TABLE SUBROUTINE
1 DPTR POINTE AU DEBUT DE LA TABLE COURANTE (ROM). H INPUT: R7 R2 R3
s : ACC AND RO ARE MODIFIED
H 7
ORG 100H H rewwny
WRITE_RAM_TABLE:
MAIN: MOV A, #TABLE
ADD A, R7
cLR P03 ; CLEAR LATCH ENABLE ON LSB CHIP Mov RO, A

CLR PO.4 i CLEAR LATCH ENABLE ON MSB CHIP Mov A, R2
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Mov @Rro, A
ING RO
MoV A, R3
MoV RO, A
RET
P arerserary
I
; READ_ROM_TABLE SUBROUTINE
: INPUT: R7, DPTR
: OUTPUT: R4 RS
i
: ACC IS MODIFIED
?
; Cerereeeres
READ_ROM_TABLE:
A, R7
MOVC A, @A+DPTR
MoV R, A
MOV A, R7
INC A
MOVC A, @ADPTIR
MoV RS, A
RET

INTO SUBROUTINE (LEVEL TRIGGERED)
ACC, RO, R2, R3 ARE MODIFIED

L T

ruwnn e

EhRE R Ry

51

RANGE_OK:
POP
ORL
MoV

ACALL

INTO_END:
RETX

ACC
A, R2
R2, A

: RESTORE INDEX BITS IN R2

WRITE_RAM TABLE ; SAVE MODIFIED VALUE IN RAM TABLE

(SR

SAMPLING ROUTINE
THE VALUE IS RETURNED IN R2(MSB) AND R3{LSB)
ACC AND R4 ARE MODIFIED.

L P T T Y

[ORPERU

INT 0:

:
i GO TO NEXT MICROSCANNING STEP
H

AS FAST AS POSSIBLE

Wiz JB P1.6, W1 ; SYNCHRONIZE CHANNEL Y ON X
MoV A, P ; GET THE NEW OFFSET VALUE FROM PORT
1
ANL A, #OFH
RL a : MULTIPLY BY 2
MoV R7, A ; SAVE OFFSET VALUE
CLR P1.7 ; CHANNEL Y OK
W3z B P1.6, W3 ; WAIT POR ACKNOWLEDGE
SETB  P1.7
ACALL  READ_RAM_TABLE
ACALL  WRITE_PORT
W2: aNB P1.5, W2 : WAIT UNTIL PIN 20 GOES HIGH

THE CALIBRATION ROQUTINE IS EXECUTED DURING THE INTRGRATION TIME.
A LOT OF TIME IS THUS AVAILABLE.

ACALL  SAMPLE : READ CURRENT POSITION (R2, R3)
ACALL  READ_ROM_TABLE ; GET IDEAL POSITION (R4, R5) AND
MOV A, Re : CLEAR INDEX BIT OF R4
ANL A, ¥OPH
MOV Re, A
CLR c ; COMPUTE ERROR (R4RS = R4RS-R2R3)
Mov A, RS
suBB A, R3
MoV RS, A
MoV A, R4
SUBB A, R2
MOV R4, A
ACALL  READ_RAM_TABLE ; ADJUST COMMAND IN RAM TABLE
MoV A, R2 ; SAVE TABLE INDEX FOR FUTURE USE
ANL A, #0FOH
PUSH  ACC -
MoV A, R2 ; CLEAR INDEX BITS OF R2
ANL A, #OFH
MoV R2, A
MOV A, R3 ; ADD ERROR (R2R3 = R2R3 + R4RS)
ADD A, RS
MoV R3,A
MoV A, R2
ADRC A, R4
MoV R2, A
MoV A, R2 ; GHECK R2R3 FOR OUT OF RANGE VALUE
ANL A, ®OFOH
Iz RANGE_OK
ANL A, %#080H
Jz OVER
MOV R2, #00H
MOV R3, #OOH
ATMP RANGE_OK
OVER: MOV R2, #0FH
MoV R3, #OFFH

SAMPLE:
R2, #OOH
MOV R3, #00H
MOV R4, KO10H
MoV A, ADAT
START_ADC:
MoV A, ADCON
ORL A, #08H
MOV ADCON, A
WAIT_EOC:
MoV A, ADCON
ANL A, #010H
Jz WAIT_EOC
MOV A, ADAT
ADD A, R3
MOV R3, A
CLR A
ADDC A, R2
MOV R2, A
DJINZ R4, START_ADC
RET
END

T Ty

INITIALIZE RESULT

~

SUM 16 SAMPLES

CLEAR ADCI

START CONVERSION

WAIT UNTIL END OF CONVERSION

READ RESULT

-

ADD RESULT

-

LOOP R4 TIMES

-~
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APPENDIX C
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APPENDIX D
Real Time Microscanning Processor
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TITLE videa buffer
PATTERN

REVISION A

AUTHOR  Robert Plante
COMPANY CRDV

DATE 09/07/96

CHIP VIDU1_H iFX780_132

; Project Infra-zred Eye

This iz the source file for one of the 1FX780 on the Video Buffer (U1)
The video buffer takes n (n«1,4,16) consecutive micro-scannned images
of 256x256 pixels, store them in a proper sequence into a dual-buffer.
When filled, the buffer is swapped with the other one to be f£fill,

The first buffer is then scanned in a linear fashion to get a full
oversampled image.

-

This FPGA i3 used to generated the address and timings for the firsc
buffer. Three modes of microscanning are available: 1x1, 2x2, 4x4.

version 1: first operational version
version 2: modified to correct for sequential scan integration

e

-- PIN Declarations --r-=-revnwssue

PIN 118 /PIXCLR TTL_LEVEL
:Memory Buffer counters for address
PIN 1000 MBAO
PIN 1001 MBAl
PIN 1002 MBAZ
PIN 1003 MBA3
PIN I004 MBA4
PIN 1005 MBAS
PIN I006 MBA6
PIN 1007 MBA7
PIN IO08 MBAS
PIN 1009 MBAS
PIN I010 MBALO
PIN 1011 MBALl
PIN 1012 MBAl2
PIN I013 MBAl3
PIN 1014 MBAl4
PIN I015 MBA1S
PIN IO16 MBAl6
PIN I017 WMBAl7
PIN 1018 MBALR
BIN 1019 MBALrS

iMemory Buffer counters for address, write mode 2x2, 4x4

PIN I020 MM4AO : this output is used instead of MBAO

PIN  IO21 MM$AL : this output is used instead of MBAl

PIN  I022 MM4AL0 ; this ocutput is used instead of MBALO

PIN  I023 MM2Al1 : this output is used instead of MBAll

PIN 1024 MM2A0 : this output is used instead of MBAO

PIN 1025 MM2AL ; not used

PIN 1026 MM2Al0 ; this ocutput is used inatead of MBAD

PIN 1027 MM4AlL : not used .

PIN I03¢ LSEN ; Intermediate value which enable counting LS pulses
PIN 1031 MHWET ; Intermediate value to create a delay for MHE

FIN I032 BINAS12 : Intermediate value because of lack of Pterm
; Frame sync counter for generating MS sync

PIN I033 FSCTO

PIN 1034 FSCTL

PIN 1035 FSCT2

PIN 1036 FSCT3

PIN I037 /MSINT :+ Microscan output

; Spare pins, no connect -» program as output

PIN I038 MSTRG ; External MS, must be AND with F§
PIN 1038 /MSINTEN : Enable internal MS generation
PIN I050 NC3

PIN 1051 BRESMSB : Reset binary counter MSB

PIN I052 /BKSO + BANK SELECT 0

PIN 1053 /BKSl ; BANK SELECT 1

PIN 1054 /BKS2 ; BANK SELECT 2

PIN 1055 /BXS3 : BANK SELECT 3

BPIN 1056 BINMODE ; Binary mode

PIN 1057 FULLMSB ; Memory msb counter full

PIN 1070 FULLLSB ; Memory lsb counter full

PIN I071 MOR ; Memory in read mode

PIN 1072 CLKOUT 3 Pixel clock out

PIN 1073 /FSOUT ; Prame sync out

PIN 1074 /LSOUT ¢ Line sync out

PIN 1075 /MWE : Memory buffer WE/

PIN 1076 /MOE : Memory buffer OE/

PIN 1077 /MWR : Memory transceiver enable for write
PIN 1078 ENCNT ; Enable counting,may be an internal signal
PIN 1073 BRESLSB - ; Reset binary counter LSB

PIN INO /M5 ; Micro scanning sync pulse

PIN IN1 /FS ; Frame sync pulse
PIN IN2 /18 ; Line sync pulse
PIN IN3 Mo ; Mode bito

PIN ING M1 3 Mode bitl

PIN INS PIXCLK2 TTL_LEVEL

STRING MOW ' (/MOR) !

STRING MODE1X1 (/M1 o+ JM0)

STRING MODE2X2 (/M1 = MO)

STRING MODE4X4 (M1 » MO) '

{MODE2X2 * MOW) *

.
.
STRING MODES12 .
¢ {MODE4X4 » MOW) °

STRING MODE1024

STATE
MOORE_MACHINE
DEFAULT_BRANCH HOLD_STATE

20 = /FSCT3 * /FSCT2 % [FSCT1 * /FSCTO
Z1 = /FSCT3 * /FSCT2 * /FSCTL * FSCTO
22 = /FSCT3 * /FSCT2 * FSCT1 * /FSCTO
23 = /FSCT3 *+ /PSCT2 * PSCT1 * FSCTO
%4 = /FSCT3 * FSCT2 * /FSCT1 * /F5CTO
25 « /FSCT3 * FSCT2 * /FSCT1 * FSCTO
26 - /PSCT3 + PSCT2 + FSCTL * /FSCTO
27 = /FSCT3 * FSCTZ * FSCT1 * FSCTO
28 = FSCT3 % /FSCT2 * /FSCT1 * /FSCTO
29 « FSCT3 * /PSCT2 * /FSCTY ¢ FSCTO

FSCT3 * /FSCT2 * FSCT1 * /FSCTO
FSCT3 * /FSCT2 * FSCT1 * FSCTO
FSCT3 * FSCT2 * /PSCTY * /PSCTO
FSCT3 » FSCT2 * /FSCTL *» FSCTO
FSCT3 * FSCT2 * FSCT1 * /FSCTO
FSCT3 * FSCT2 * FS5CT1 * FSCTO

Z15:= FS -» Z0

STATE
MOORE_MACHINE
DEFAULT_BRANCH HOLD_STATE

350 = /MM4ALL = /MM4ALO * /MM4AL * /MM4AD
351 = /MM4AL1 * /MMAALO * /MM4AL v MM4AD
:S2 = /MMAALL * /MMAALO0 *MMAAL * /MMAAO
1S3 = /MMAALL * /MMAALO *MM4AL-MMAAC

iS4 = /MMAALL * MMAALO * /MM4AAL * /MMAAC
385 = /MMAALL * MMAAL0 * /MM4AL * MM4AO
7S6 = /MMAALIL v MMAALO * MMAAL v /MMAAOD
387 = /MMAALL * MMSAL0 * MMSAL * MM4AC
1S58 = MMAAL1l * /MMAAL0 * /MM4Al * /MM4AO
:S9 = MMAALL * /MM4ALD * /MM4AL v MM4AO
5510 = MMAALL * /MMAALG * MMAAL * /MM4AD
7511 = MM4ALLl * /MMAALO * MM4AL * MM4AD
:S12 = MMAALl * MMAALO * /MMAAL * /MM4AO
:S13 = MMAALI1 * MMAALD * /MMAAL * MMAAD
3514 = MM4All *» MM4ALO * MMAAL * /MM4AO
2515 = MM4ALl ¥ MMAALO * MM4AL * MM4AO
S0 = /MM4A1L * /MMAALD * /MMAAL * /MMAAD
51 = /MM4AALL1 * /MM4ALS * /MM4ALl * MM4AD
52 = /MMAA1l * /MMARLO * MM4AL * /MMAAD
S3 = /MM4A11l * /MMAAL0 * MMAAL * MMAAD
54 = /MMAALL * MM4ALO * MM4AL * MM4AD
S5 = /MM4ALl * MM4AL0 * MM4AL * /MM4AC
S6 = MMEA11 ¥ /MMAALO * MMAAL ¥ /MMEAD
S7 = MMAALL * /MM4ALO * MMEAL * MMAAD
S8 = MMAAll * MMAALO * MMAAL * MMAAO

S5 = MMAA11l * MMAR10 * MMAAL * /MM4AO
S10 = MMAALL * MM4ALD = /MMAAL * MMAAO
S$11 = MM4A11l * MM4ALO * /MM4AL * /MMAAD
§12 = MM4ALl * /MMEALD * /MM4AL * /MMAAO
$13 = MM4All * /MMSAL0 * /MMARL * MM4AO
S14 « /MMAALL * MMEALD * /MMAAL * MMAAD
S15 = /MMAALL * MM4ALO * /MMAAL * /MMAAO

SO ;= FS*/MS -> S1

+ MS -» SO
S1 := FS*/MS -> S2
+ MS -» SO
§2 ;= FS*/MS -» 83
+ MS -» SO
83 := F5+/MS =-» S¢
+ MS -» S0
54 := F5+/MS -> S5
+ MS -> SO
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§5 := F5*/MS -» S6

+ M5 -» S0 LSEN = (MODE1X1+MODE2X2*MBA8+MODE4X4*MBA7*MEAS*MBAY)

56 := FS*/MS -» §7

+ MS => S0 MBA10.T := LS*ENCNT*/FULIMSB*LSEN

87 := PS*/MS -» S8 MBA1l.T :e LS®ENCNT*/FULLMSB#* (MBALO*BINMODE*LSEN + MODES12)

+ M§ -» S0 MBA12.T := LS*ENCNT*/FULIMSB*

58 := FS*/MS -» S§ {MBALO*MBALL*BINMODE*LSEN+MBA11*MODES12+ MODE1024)

+ M§ -> 50 MBA13.T := LS*BINMODE*LSEN®ENCNT*/FULLMSB* (MBA12%MBA11*MBA10}+

89 ;= F5*/MS -» 510 LS*MODES12*ENCNT* /FULLMSB* (MBA12*MBAL1} »

+ MS -» 50 LS*MODE1024*ENCNT* /FULLMSB* (MBA12)

£10:= PS*/MS -> S11 . MBA14.T := LS*BINMODE*LSEN*ENCNT*/FULLMSB* (MBA13*MBA12*MBA11*MBALQ) +

+ MS -» 80 LS*MODE512*ENCNT*/FULLMSB* (MBA13*MBA12*MBALl} + )

S11:= FS*/MS -» Si2 L5*MODE1024*ENCNT* /FULLMSB* (MBA13+MBA12)

+ MS -» SO MBALS.T := LS*BINMODE*LSEN*ENCNT*/FULLMSB* (MBAl4*MBA13*MBA12+MBALL*MBAL0)+
512:m FS%/MS ->» 513 LS*MODES12*ENCNT* /FULLMSB®* (MBA14*MBAL3%MBA12*MBA11) +

+ MS -» S0 L5*MODE1024 *ENCNT* /PULLMSB* (MBA14“MBA13*MBA12)

$13:= FS*/MS -» 514 MBA1G.T ;=

+ MS -> S0 LS*BINMODE*LSEN*ENCNT* /FULLMSB* (MBA15*MBAl4 *MBAL3 *MBAL2 *MBALL *MBALD) +
Sl4:= PS*/MS -» 515 LS*MODES12*ENCNT* /FULLMSB* (MBA15*MBA14*MBAL3*MBAL12*MBALl) +

+ MS -» S0 LS*MODE1024 *ENCNT* /FULLMSB* {MBA15*MBA14*MBA13*MAAL2)

515:= MS -> SO MBA17.T 1=

LS*BINMODE*LSEN*ENCNT® /FULLMSB*
(MBA16*MBA1S *MBA14*MBA13*MBA12*MBA11*MBA10) +

STATE LS*MODES12*ENCNT* /FULLMSB* (MBA16*MBAL15*MBAL4 *MBA13*MBAL12*MBAL1) +
MOORE_MACHINE LS*MODE1024 *ENCNT* /FULLMSB* (MBA16*MBA2 G +*MBAL4 *MBAL3*MBAL2)
DEFAULT_BRANCH HOLD_STATE MBA1B.T t=
L5+BINMODE*LSEN+ENCNT /FULLMSB
X0 « /MM2A10 * /MM2AO . (MBAL7*MBAL6*MBALS*MBA14*MBALI*MBAL2*MBAL1*MBALO) +
X1 = /MM2A10 * MM2A0 LS*MODES12%ENCNT* /FULLMSB* (MBAL7*MBA16YMBAL5*MBA14 *MBAL 3¢MBA124MBAL1) +
X2 = MM2A10 * MM2AD L5*MODE1024* ENCNT* /FULIMSB* (MBA17*MBA16*MBA1S*MBA14 *MBA13*MBA12)
X3 = MM2A10 * /MM2A0 MBAL9.T :=
LS*BINMODE*LSEN*ENCNT* /FULLMSBY
X0 := FS*/MS -» X1 {MBALB *MBAL7*MBA16*MBA16*MBAl4*MBA13*MBA12*MBAL1IvMBA10)
+ M5 -> X0 LS*MODE1024 *ERCNT* /FULLMSS* (MBA18*MBA17*MBAL6*MBAL5*MBAL4 “MBA13 *MBALZ)
X1 = FS*/MS -» X2
« M$ -> X0 BRESLSB.CLKF = PIXCLK
X2 1= F5+/MS -»> X3 BRESMSB.CLKF = PIXCLK
+ MS -» X0 MOR.CLKP = PIXCLK
X3 1= M§S -> X0 MBAQ.CLKF « PIXCLK
: MBAL,CLKF « PIXCLK
MBA2 .CLKF = PIXCLK
EQUATIONS MBA3,CLKF = PIXCLK
MBA4 .CLKF « PIXCLK
BINA512 = BINMODE + MODES12 MBAS.CLKF = PIXCLK
NC3 = GND MBAG.CLKF = PIXCLK
MOR.D := /MOR*MS + MOR*/I MBA?7,CLKF « BIXCLK
MOE = MOR . MBAS .CLKF = PIXCLX
MHR = /MOR MBA9.CLKF = PIXCLK
MWET = /MOR * /LS * PIXCLK2 * /{FULLLSB = FULLMSB) MBA10.CLKF = PIXCLK
MWE = MWET MBA11.CLKF = PIXCLK
MSINT = MSINTEN * (FS+(MODE1X1 + MODE2X2*FSCT1+FSCTO + MBA12.CLKF = PIXCLK
MODE4X4*FSCT3*FSCT2*FSCT1*FSCT0)) + MBA13.CLKP = PIXCLK
/MSINTEN * (MSTRG * PS)- MBA14 .CLKP = PIXCLK
BINMODE = (MODE1X1 + MODE2X2 * MOR + MODE{X4 ¥ MOR) MBA15,CLKF = PIXCLK
BRESLSB,D :e= MOR*LS* (MODE1X1 + MQDE2X24MBAE MBA16 .CLKF = PIXCLK
+ MODE4X4 * MBA7*MBAB*MBAY) + MOW*LS MBA17.CLKF = PIXCLK
BRESMSB.D := (BINMODE*MS + MODES12+PS + MODE1024*FS}) MBA18.CLKF = PIXCLK
FULLLSE = (MODE1X1 * MBAO*MBAl*MBA2*MBA3*MEA4*MBAS*MBAG*MBA7 + MBA19.CLKF = PIXCLK
MODE2X2 * MBAO*MBAl*MBA2*MBAJ*MBA4*MBAS*MBAG*MBA7*MBAB +
MODE4X4 * MBAO*MBA1+MBAZ *MBA3*MBA4*MBAS*MBAG*MBA7* MBAS* MBA9) * BINMODE + MM4AO .CLKF = PIXCLK
(MODES12 * MBAL*MBA2*MBAI*MBA4*MBAS*MBAG*MBA7* MBAB) + MM4AL.CLKF = PIXCLK
(MODE1024 * MBA2*MBA3*MBA4*MBAS*MBAG*MBA7* MBA8® MBAS) MMAA10,CLKF = PIXCLK
FULLMSB » (MODE1X1 * MBA10*MBA11*MBA12*MBA13*MBA14*MBA15*MBAL6*MBAL7 + MM4ALL1.CLKF w PIXCLK
MODE2X2 * MBALO*MBAl1*MBA12+MBA13*MBA14*MBA15*MBA16*MBAL7* MBA1S +
MODE4X4 * MBALOYMBAL1*MBAIZ*MBALI®MBAL4*MBALS*MBALG*MBALT* MBALl@* MBALS) MM2A0.CLKF = PIXCLK
* BINMODE + MM2AL1.CLKF = PIXCLK
(MODE512 * MBAIL*MBA12*MBA13*MBAL4*MBALS*MBALE*MBAL7* MBALB+*/MBA19) + MM2A10.CLKF = PIXCLK
(MODE1024 * MBAl2+*MBA13*MBAl4*MBA1S*MBA16*MBALl7* MBAlS8* MBA1%) MM2AL1.CLKF = PIXCLK
BKSO = /MBALS * /MBA1B FSCTO0 .CLKF = /PIXCLK
BKS1 = /MBAL9 * MBAl® FSCT1 ,CLKF = /PIXCLK
BKS2 « MBAl9 * /MBAlS8 FSCT2 .CLKF = /PIXCLK
BKS3 = MBA1S * MBA18 FSCT3.CLKP = /PIXCLK
MBAO.D := ENCNT*/FULLLSB*/MBAO + MBAO* (/ENCNT+FULLLSB) FSCTO,TRST = VCC
MBA1.T := BINMODE*ENCNT*/FULLLSB¥ (MBAO)+ FSCT1.TRST = VCC
MODES12+ENCNT+ /FULLLSB PSCTZ.TRST = VCC
MBA2,T := BINMODE*ENCNT*/FULLLSB* (MBA1*MBAO)+ FSCT3.TRST = VCC
MODE512*ENCNT* /FULLLSB* (MEAL) +
MODE1024*ENCNT* /FULLLSB BRESLSB.TRST = VCC
MEA3.T :» BINMODE*ENCNT*/FULLLSB* (BA2*MBA14MBAO) + BRESMSB.TRST = VCC
MODES12*ENCNT*/FULLLSB* (MBA2 *MBAL) + MOR.TRST = VCC
MODE1024 *ENCNT* /FULLLSB* (MBA2) MSINT.TRST = VCC
MBA4.T := BINMODE~ENCNT*/FULLLSB* (MBA3*MBA2*MBA1*MBAO) +
MODES12*ENCNT* /FULLLSB* (MBA3 *MBA2*MBA1) + MBAO.TRST = BINMODE
MODE1024*ENCNT* /FULLLSB* (MBA3*MBA2) MBA1,TRST - BINAS12
MBAS.T := BINMODE*ENCNT*/FULLLSB (MBA4*MBA3*MBA2*MBA1*MBAO) + MBA2.TRST = VCC
MODE512~ENCNT*/FULLLSB* (MBA4 *MBAI*MBAZ*MBAL) + MBAI.TRST = VCC
MODE1024*ENCNT* /FULLLSE* (MBA4 *MBA3 *MBA2) MBA4,TRST = VCC
MBAG.T := BINMODE*ENCNT*/FULLLSB* (MBAS*MBA4*MBA3*MBA2*MBAL4MBAO) + MBA5.TRST = VCC
MODE512*ENCNT* /FULLLSB* (MBAS *MBA4 "MBA3*MBA2*MBA1) + MBAG.TRST = VCC
MODE1024*ENCNT* /FULLLSB* (MBAS*MEA4 *MBA3*MBA2) MBA7.TRST = VCC
MBA7.T := BINMODE*ENCNT*/FULLLSB* (MBA6*MBAS*MBA4*MBA3*MBA2*MBAL*MBAO) + MBA8.TRST = VCC
MODES12*ENCNT* /FULLLSE* (MBAG *MBAS*MBA4 *MEA3*MBA2*MBAL) + MBAS.TRST = VCC
MODE1024 *ENCNT* /FULLLSB* (MBA6 *MBAS *MBA4 "MBA3 *MBAZ} MBR10.TRST = BINMODE
MBAS,T :m BINMODE*ENCNT+/FULLLSB* (MBA7*MBAG*MBAS*MBA4 *MBA3*MBA2 *MBA1*MBAC) + MBA11.TRST = BINAS12
MODE512*ENCNT*/FULLLSB* (MBA7 *MBAG*MBAS *MBA4 *MBA3 *MBAZ*MBAL) + MBAL2,.TRST = VCC
MODE1024 * ENCNT* /FULLLSB* (MBAT7*MBAG *MBAS *MBA4 MBAI*MBA2) MBA13.TRST = VCC B
MBAY.T:= MBA14 .TRST = VCC
BINMODE*ENCNT* /FULLLSB* (MBAS *MBAT*MBA6 *MBAS *MBA4 “MBAI *MBAZ *MBA1*MBAO) + MBALS.TRST = VCC
MODES12+*ENCNT* /FULLLSB* (MBAS *MBA7 *MBAG *MBAS*MBA4 *MBA3*MBA2*MBA)) + MBAL6.TRST = VCC

MODE1024 *ENCNT* /FULLLSB* (MBA8 *MBA7 *MBAG *MBAS *MBA4 *MBA3 *MBAZ)} MBA17,TRST = VCC




MBA18.TRST = VCC
MBAl3.TRST = VCC

MBAO .RSTF
MBAL.RSTF
MBA2 .RSTF
MBA3.RSTF

MBA7 .RSTF
MBAS .RSTF

BRESLSB
BRESLSB
BRESLSB
BRESLSB
BRESLSB
BRESLSB
BRESLSB
BRESLSB
BRESLSB

MBAS .RSTF = BRESLSB

MBA10.RSTF = BRESMSB
MBA1l.RSTF = BRESMSB
MBA12.RSTF
MBA13.RSTF
MBAY4 .RSTF
MBALS.RSTF
MBA16 . RSTF
MBAL7.RSTF
MBA18.RSTF
MBA1S.RSTF

MM4AQO,TRST
MM4AL,TRST =« MODE1024

MM4AL0.TRST = MODE1G24
MM4AlLLl ,TRET = MODE1024

BRESMSB
BRESMSB
BRESMSB
BRESMSB
BRESMSB
BRESMSB
BRESMSB
BRESMSB

MODE1024

MM2A0.TRST = MODE512 '
MM2A1.TRST = GND
MMZA10.TRST = MODE512
MM2A11,TRST = GND
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MM2A1.D := /LS*/FULLLSB*/MM2AL + (LS+/ENCNT+FULLLSB)*Mv2Al*/BRESLSB
MM2A11.D :e LS*/FULIMSB*/MM2AL1l + (/LS+/ENCNT+FULLMSB)*MM2A11*/BRESMSB

CLKOUT = PIXCLK2

LSQUT.D := LS*(MODE1X1 + MODE2X2*MBAB + MODE4X4*MBAS*MBAS*MRA7)

FSOUT.D := MS
LSOUT.CLKF = PIXCLX
FSOUT.CLKF ~ PIXCLK
LSOUT.TRST = MOR
FSOUT.TRST » MOR

SIMULATION

VECTOR COUNT :« [MBAB, MBA7, MBAG, MBAS, MBA4, MBA3, MBA2, MBA1l, MBAQ)

TRACE_ON BRESLSB BRESMSB BKSO BKS} BKS2 BKS3 BINMODE FULLMSE FULLLSB

MOR CLROUT FSOUT LSOUT MWE MOE MWR PIXCLK
MBA8 MBA7 MBA6 MBAS MBA4 MBA3 MBA2 MBAl MBAO

SETF ENCNT /MS /FS /LS MO /M1 PIXCLK /PIXCLK2

PRLDF MOR /BRESLSB /BRESMSB /MBA9 MBA8 MBA7 /MBAG /MBAS /MBA4 /MBA3 /MBAZ
PRLDF /MBA1l /MBAC /MBALYS /MBA1E /MBAl7 /MBAl6 /MBALS /MBAl4 /MBAl3 /MBA12
/MBAll /MBA10

FOR X:=0 TO 127 DO

BEGIN

CLOCKF PIXCLK

END
SETF LS

CLOCKF PIXCLK

SETF /LS

FOR X:=0 TO 10 DO

BEGIN

CLOCKF PIXCLK

END

‘TRACE_OFF
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TITLE video buffer
PATTERN

REVISION A

AUTHOR Robert Plante
COMPANY CRDV

DATE 09/07/96

CHIP VIDU11_H iFX780_132

; Project Infra-red Eye

This is the source file for one of the iFX780 on the Video Buffer (Ull)
The videc buffer takes n (n=1,4,16) ive micr images
of 256x256 pixels, store them in a proper sequence into a dual-buffer.
When f£illed, the buffer is swapped with the other one to be fill,

The first buffer iz then scanned in a linear fashion to get a full
oversampled image.

This FPGA i3 used to generated the address and timings for the pecond
buffer, Three modes of microscanning are available: 1x1, 2x2, 4x4.

; version 1: first operational version
: version 2: modified to correct for sequential scan integration
i

PR ittt T PIN Declarations -----ec-c-ccco-

PIN 118 /PIXCLK TTL_LEVEL

iMemory Buffer counters for address
PIN IC00 MBAD
PIN IO01 MBAl
PIN 1002 MBA2
PIN I003 MBA3
PIN 1004 MBA4
PIN IO05 MBAS
PIN IQ06 MBAS
PIN I007 MBAT7
PIN IO08 MBAB
PIN I008 MBA%
PIN 1010 MBAlOQ
PIN I011 MBAll
PIN I012 MBAl2
PIN I013 MBAl3
PIN 1014 MBAl4
PIN 1015 MBALS
PIN 1016 MBAl6
PIN I017 MBAl?
PIN 1018 MBAlE
PIN IQO19 MBAlS

;Memory Buffer counters for address, write mode 222, 4x4
PIN 1020 MM4AD

PIN I021 MM4AlL
PIN I022 MMAALC

thig output iz used instead of MBAO
this output is used instead of MBAl
this cutput is used instead of MBALO

PIN 1023 MM2All not used
PIN I024 MM2A0O this cutput is used instead of MBAO
PIN I025 MM2Al not used

PIN I026 MM2Al0
PIN I027 MM4Al11

this output is used instead of MBAO
this output is used instead of MBAll

P

PIN I030 LSEN ; Intermediate value which enable counting LS pulszes
PIN I031 MWET ; Intermediate value to create a delay for MWE
PIN 1032 BINAS12 ; Intermediate value because of lack of Pterm

: Spare pins, no connect -> program as output
PIN IO33 NC1
PIN I034 NC2
PIN I035 NC3
PIN IO36 NC4
PIN I037 NCS
PIN I038 NC6
PIN TO39 NC7
PIN IOS0 NC8

PIN IO51 BRESMSB
PIN 1052 /BKSG
PIN I0OS3 /BKS1
PIN 1054 /BKS2
PIN 1055 /BKS3
PIN I056 BINMODE
PIN IO57 FULLMSB
PIN 1071 MOR

Reset binary counter MSB
BANK SELECT ©

BANK SELECT 1

BANK SELECT 2

BANK SELECT 23

Binary mogde

Memory msb counter full
Memory-0 in read mode

: Output signals

PIN IO70 FULLLSB
PIN I072 CLKOUT
PIN 1073 /FS0UT
PIN IO74 /LSOUT
PIN IO75 /MWE
PIN 1076 /MOE
PIN I077 /MWR
PIN 1078 ENCNT
PIN 1079 BRESLSB

Memory lsb counter full

Pixel cleck out

Prame sync out

Line sync out

Memory buffer WE/

Memory buffer OE/

Memory transceiver enable for write
Enable counting,may be an internal signal
Reset binary counter LSB

PIN INO /MS : Micro scanning sync pulse
PIN IR /FS ; Prame sync pulse
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PIN IN2 /LS
PIN IN3 MO
PIN INd M1
PIN INS

; Line aync pulse
t Mode bito

1 Mode biti
PIXCLK2 TTL_LEVEL

STRING M1R ' {/MOR) °*

STRING MIH * { MOR) °*

STRING MODEIXL ' (/M1 ~ /MO) ¢
STRING MODE2X2 * (/M1 * MO) !
STRING MODE4X4 * ( M1 = MO} *
STRING MODES12 ' (MODE2X2 * MiW) '
STRING MODE1024 ' (MODE4X4 * M1W) *

STATE
MOORE_MACHINE
DEFAULT_BRANCH HOLD_STATE

$S0 = /MMAAIL * /MMAALC * /MMAAL ¥ /MMAAD
1S1 @ /MMAALL * /MMAALO * /MMEAL ¥ MMAAO
182 = /MMAALL * /MM4ALO * MMAAL * /MM4AD
1S3 = /MMAALL * /MMAALD * MMAAL * MMAAD
154 = /MMEAL1 T MMAALO * /MM4AL * /MM4AOD
185 = /MMAALL * MMEALOD * /MMAAL * MMAAD
$156 = /MMAALL * MM4ALD v MM4AL * /MMAAD
157 = /MMAR11 * MMAALD * MMAL * MMAAD
358 = MM4ALLl * /MMAALO * /MMAAL * /MM4AD
189 = MMAALL * /MMAALO0 * /MM4AL * MMAAO
+S10 = MM4A11 * /MM4ALO * MM4AL * /MMAAD
;811 = MMAALL * /MMAALO * MMAAL + MMAAO
1512 = MMAALL * MMAALD * /MMAAL * /MMIAQ
7513 = MMAR11l * MMAALO * /MMAAL * MMAAO
1514 = MM4ALL » MMAALD ~ MMAAL * /MM4AO
1815 = MM4ALL * MM4ALO * MM4AL * MM4AD

S0 = /MM4ALL * /MMAALO * /MMAAL * /MMAAC
S1 = /MMAALL ¥ /MM4ALO * /MMAAL * MM4AO
$2 = /MMARLL * /MMAAL0 * MM4AL * /MM4AO
$3 = /MM4AL1 * /MM4ALI0 * MM4AL * MM4AO
54 = /MM4ALY * MMARLO * MMAAL * MM4AO
55 = /MMEALL * MM4ALO % MMAAL * /MM4AD
S6 = MMAALl * /MMAALO0 * MM4AL * /MM4AO
§7 = MM4All * /MMAALO * MM4AL * MMAAD
58 = MMAALL * MM4AL0 * MMAAL * MM4AD
55 = MM4ALL * MMAALO * MMAAL * /MMAAD
S10 = MM4R11 * MM4ALO * /MM4AL * MM4AD

511 = MMEAL1 * MM4ALO * /MMAL v /MMAAO
822 = MM4ALL * /MMAAL0 * /MMAAL * /MMAAD
S13 = MMSALL * /MMAALO * /MM4AL * MMAAO
514 = /MM4ALL * MM4ALO * /MM4AL * MM4AO
515 = /MM4ALL * MMAALD * /MMAAL * /MMAAD

50 := F5*/MS -» 51
+ M5 -» SO

51 := FS*/MS -» S2
+ MS -> SO

52 1= F5%/MS -» S3
+ M5 -» 50

83 :m FS*/MS -> 54
+ M5 ~> SO

FS*/MS -» 55
+ MS -» S0

85 := FS*/MS => S6
+ MS -» S0

56 ;= FS*/MS -» 57
+ MS -» S0

§7 := FS*/MS -»> S8
+ MS -» S0

58 := FS*/MS => §9
+ M§ -»> 50

59 i= FS*/MS -» 510
+ MS »> SO

510:= FS*/MS -» 511
+ MS -» SO

S$11:= FS*/MS -> 512
+ MS -» S0

§12:= FS*/MS -» S13
+ MS =» 50

513:m FS*/MS => S14
+ MS -> S0

Sl41= FSH/MS -3 515
+ MS ->» S0

515:= MS -> SO

STATE
MOORE_MACHINE
DEFAULT_BRANCH HOLD_STATE

/MM2A20 * /MM2AO
/MM2A10 * MM2AQ
MM2AL0 ¢ MM2AQ

MM2A10 * /MM2A0

X0 := FS*/MS -> X1
+ MS -» X0

X1 :m FS*/MS -> X2
+ MS ~» X0

X2 := FS*/MS -» X3
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+ M5 -» X0 (MBA1§*MBA17*MBAL6 *MBAL5*MBAL4 *MBAL3*MBAL2*MBAL1 *MBALO)
X3 := MS -> X0 - LS*MODE1024 *ENCNT* /FULLMSB* (MBALS*MBAL17*MBA16*MBA1S*MBA14*MBA13*MBAL2)
BRESLSB,CLKF = PIXCLK
EQUATIONS BRESMSB.CLKP = PIXCLK
BINAS12 » BINMODE + MODES12 MBAO.CLKF = PIXCLK
KC1 = GND MBA1,CLKF = PIXCLK
NC2 = GND MBAZ .CLKF = PIXCLK
NC31 = GND MBA3,CLKP = PIXCLK
NC4 = GND MBA4 .CLKF = PIXCLK
NC5 = GND - I MBAS.CLKF = PIXCLK
NC6 = GND MBAG.CLKF = PIXCLK
NC7 « GND MBA7,.CLKF = PIXCLK
KC8 « GND MBAS .CLKF = PIXCLK
MBAS.CLKF = PIXCLK
MOE = MIR MBA10.CLKF « PIXCLK o
MBA11l.CLKF = PIXCLK
MWR = /MIR MBA12.CLKF = PIXCLK
MWET = /MIR * /LS = PIXCLK2 * /(FULLLSB * FULLMSB) MBA13 .CLKF = PIXCLK
MWE = MWET MBA14 .CLKF = PIXCLK
BINMODE = (MODE1X1 + MODE2X2 * MIR + MODE4X4 % MIR) MBALS.CLKF = PIXCLK
BRESLSB.D :a MIR*LS~(MODE1X1 + MODE2X2+MBAS MBA16 .CLKF = PIXCLK
+ MODE4X4 * MBA7"MBAG*MBAS) + MIH*LS MBA17.CLKF = PIXCLK
BRESMSB.D := (BINMODE*MS + MODES12¢FS + MODE1024%FS) MBA18 .CLKP = PIXCLK
FULLLSB = (MODE1X1 * MBAOYMBA1*MBAZ*MBA3*MBA4 *MBAS*MBAG*MBAT + MBA19.CLKF = PIXCLK
MODE2X2 * MBAO*MBAL*MBA2*MBAJ*MBA4 *MBAS*MBAG*MBA7*MBAS +
MODE4X4 * MBAO*MBA1*MBA2*MBA3*MBA4*MBAS*MBAG*MBA7*MBAG*MBAJ) *BINMODE + MM4AQ.CLKFP = PIXCLK
(MODE512 * MBA1*MBA2*MBA3*MRA{*MBAS*MBAG*MBA7* MBAS) + MM4AL .CLKF = PIXCLK
{MODE1024 * MBA2*MBA3*MBA4*MBAS*MBAG*MBA7® MEBAS* MBA3S) MM4AL10.CLKF = PIXCLK
FULLMSB = (MODE1X1 * MBA10*MBA11*MRA12*MBA13#MBA14*MBA15*MBALG*MBALT + MMAALL.CLKF = PIXCLK
MODEZX2 * MBA10*MBA11*MBA12*MBA13*MBAL4 *MBA15MBAL6YMBAL7* MBA1S +
MODE4X4 * MBA10*MBA11*MBA12+MHALI+MBA14*MBALS*MBALG*MBAL7* MBA18+ MBALS) MM2A0.CLKF = PIXCLK
*BINMODE + . MM2AL.CLKF = PIXCLK
(MODE512 * MBA11*MBA12*MBA13*MBA14*MBA15*MBA16*MBA17* MBA18*/MBALl3) + MM2A10.CLKF = PIXCLK
(MODE1024 * MBA12*MBA13*MBA14*MBA15*MBA16*MBA17* MBAl8* MBALS) MM2A11.CLKP » PIXCLK
BKSO = /MBALS ¥ /MBA1S BRESLSB.TRST = VCC
BKS1 = /MBA1S * MBAlG BRESMSB. TRST = VCC
BKS2 = MBA19 * /MBA18
BKS3 e MBA19 * MBAls MBAO.TRST = BINMODE
MBA1.TRST = BINAS12
MBAO.D :e ENCNT*/FULLLSB*/MBAO + MBAO*{/ENCNT+FULLLSB) MBA2.TRST = VCC
MBA1.T := BINMODE*ENCNT*/FULLLSB* (MBAO) + MBA3.TRST = VCC
MODES12*ENCNT*/FULLLSB MBA4.TRST = VCC .
MBA2.T :e BINMODE®*ENCNT*/FULLLSB* (MBA1*MBAO) + MBA5.TRST = VCC
MODES12*ENCNT#/FULLLSB* (MBAL} + MBA6 . TRST » VCC
MODE1024 *ENCNT*/FULLLSB MBA7.TRST = VCC -
MBA3.T :e BINMODE*ENCNT*/FULLLSB* (MBA2*MBAL*MBAO} + MBAS.TRST = VCC
MODES124ENCNT* /FULLLSB* (MBA2*MBAL) + MBAS,TRST = VCC
MODE1024*ENCNT* /FULLLSR* (MBA2) MBAL0,TRST = BINMODE
MBAS .T := BINMODE*ENCNT*/FULLLSB* (MBA3*MBA2*MBAL*MBAO) + MBA11.TRST = BINAS12
MODES12#ERCNT* /FULLLSE* (MBA3*MBA24MBAL) + MBA12 .TRST = VCC
MODE1024*ENCNT*/FULLLSB* (MBA3*MBA2} MBA12.TRST = VCC o
MBAS.T := BINMODE~ENCNT*/FULLLSB* (MBA4*MBA3*MBAZ *MBA1*MBAC) + MBAl4 .TRST = VCC -
MODES12~ENCNT* /FULLLSB* (MBA4 *MBA3 *MBAZ*MBA1) + MBA15.TRST = VCC
MODE1024 *ENCNT* /FULLLSB* (MBAS *MBA3*MBA2) MBA16 ,TRST = VCC
MBAE.T := BIKMODE*ENCNT=/FULLLSB* (MBA5*MBA4 *MBA3I*MBA2*MBAL*MBAO) + MBAL17.TRST = VCC
MODES12*ENCNT*/FULLLSB* (MBAS*MBA4 *MBA3*MBA2*MBA1) + MBA18 .TRST = VCC
MODE1024 *ENCNT* /FULLLSB* (MBASYMBA4 "MBA3*MBA2) MBA19.TRST = VCC -

MBA?,T ;= BINMODE*ENCNT*/FULLLSB* (MBAG*MBAS*MBA4*MBAI*MBAZ *MBA1*MBAO) +
MODES12*ENCNT*/FULLLSB* (MBAG *MBAS *MBA4 *MBA3 *MBA2*MBAL) +

MODE1024*ENCNT*/FULLLSB* (MBAG *MBAS *MBA4 *MBA3 *MBAZ) MBAO.RSTF ~ BRESLSB
MBAB.T := BINMODE*ENCNT*/FULLLSB* (MBA7~MBAG*MBAS~MiA4*MBA3*MBAZ*MBA1*MBAD) + MBA1l.RSTF = BRESLSB
MODES12*ENCNT* /FULLLSB* (MBA7*MBAG *MBAS *MBA4 *MEA3*MBA2*MBAL) + MBA2.RSTF =~ BRESLSB
MODE1024 *ENCNT* /FULLLSB* (MBA7*MBA6 *MBAS*MBA4 *MBA3 *MBA2) MBA3.RSTF « BRESLSB
MBAD.T := MBA4 .RSTF = BRESLSB
BINMODE®ENCNT*/FULLLSB*® (MBAS*MBA7*MBAG *MBAS*MBA4 *MBAI *MBA2*MBA1*MBAO ) + MBAS.RSTF = BRESLSB
MODES12*ENCNT* /FULLLSB* (MBA8 *MBA7*MBA6 *MBAS *MBA4 “MBA3*MBA2*MBAL) + MBA6.RSTF = BRESLSB
MODE1024 *ENCNT* /FULLLSB* (MBAG *MBA7 *MBAG *MBAS *MBA4 *MBA3 *MBAZ) MBA7.RSTF = BRESLSB
MBAS .RSTF =~ BRESLSB
LSEN = (MODE1X1+MODE2X2*MBAS+MODE4X4*MBA7*MBAS*MBAS) MBAS .RSTF = BRESLSB
MBA10.RSTF = BRESMSB
MBA10.T := LS*ENCNT*/FULLMSB*LSEN MBA11.RSTF = BRESMSB
MBALL.T LS*ENCNT*/FULEMSB* (MBA10*BINMODE*LSEN + MODES512) MBA12.RSTF = BRESMSB
MBA12,T :» LS*ENCNT*/FULILMSB* MBA13.RSTF = BRESMSB
{MBA10*MBA21*BINMODE*LSEN + MBA11*MODES12 + MODE1024) MBAl4 ,RSTP = BRESMSB
MBA13.T := LS*BINMODE*LSEN?ENCNT*/FULLMSB* (MBA12*MBAL1*MBA10) + MBA1S5.RSTF = BRESMSB
LS*MODES12=ENCNT* /FULLMSB* (MBA12*MBALL) + MBA16 .RSTF = BRESMSB
LS*MODE1024 *ENCNT*/FULLMSB» (MAA12) . MBA17 RSTF - BRESMSB
MBAl14.T := LS*BINMODE*LSEN*ENCNT*/FULLMSB* (MBA13*MBA12*MBALl1*MBEA10) + MBA1&.RSTF = BRESMSB
LS*MODES12*ENCNT* /FULLMSB* (MBA13*MBA124MBA11) + MBA1S .RSTF = BRESMSB
LS*MODE1024 *ENCNT* /FULEMSB® (MBA13*MBA12)
MBA15.T := LS*BINMODE®LSEN®*ENCNT*/FULLMSB* (MBA14*MBA13*MBA12*MBA11*MBA10) + MM4AO.TRST » MODE1024
LS*MODES12*ENCNT*/FULLMSB* {(MBA14*MBAL3*MBA12*MBALL) + MM4AL . TRST = MODE1024
LS*MODE1024 *ENCNT* /FULLMSB* {MBA14*MBA13*MBA12) MM4ALO.TRST = MODE1024
MBA1E.T := - MMAALL.TRST = MODE1024
LS*BIRMODE*LSEN*ENCNT*/FULLMSR* (MBA15*MBAL4 *MBA13*MBAL2*MBAL11*MBALO) +
LS*MODES12*ENCNT* /FULLMSB* (MBA15*MBA14*MBAL3MBAL2*MBALL) + MM2AO0.TRST = MODES512
LS*MODE1024 *ENCNT* /FULEMSB* (MBA15*MBAL4 *MBA13*MBA12) MM2A1.TRST = GND
MBA17.T := MM2A10.TRST = MODES12
LS*BINMODE*LSEN*ENCNT* /FULLMSB* MM2A11.TRST = GND
{MBA16*MBA1S*MBAL4*MBALI*MBAL2*MBAL1*MBA10) +
LS*MODES12%ENCNT* /FULLMSB® (MBA16*MBALS*MBAL4*MBAL3*MBAL2*MBALL} + MM2A1.D := /LS*/PULLLSB*/MM2Al + (LS+/ENCNT+FULLLSB)*MM2A1+/BRESLSB
LS$*MODE1024 *ENCNT*/FULLMSB* (MBA16*MBA15*MBAL4*MBAL3*MBAL2) MM2A11.D :e LS*/FULLMSB*/MM2A11 + (/LS+/ENCNT+FULLMSB)*MM2A31*/BRESMSB
MBA1E.T :=
LS*BINMODE*LSEN®ENCNT* /FULIMSB*
(MBA17*MBA16*MBA1S*MBAl4 "MBA13 *MBA12*MBA12*MBAL0) + 3CLKOUT = PIXCLK2 ; must be defined only for one FPGA
LS*MODES12*ENCNT*/FULLMSB* {(MBAL7*MBA16 *MBALS*MBAL 4 *MBALI *MBA12*MBALL) + LSOUT.D LS+ (MODE1X1 + MODE2X2+MBAS + MODE4X4 *MBAS*MBAS*MBA7)

LS*MODE1024 *ENCNT* /FULLMSB* (MBA17*MBA16 *MBA1S5*MBAL14 *MBAL3*MBA12) FSOUT.D := MS
MBA1S.T := LSOUT.CLKF « PIXCLK
LS*BINMODE*LSEN*ENCNT*/FULLMSB* PSOUT.CLKF = PIXCLK
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LSOUT,.TRST = M1R
FFSOUT.TRST « M1

SIMULATION
VECTOR COUNT := [MBAS, MBA7, MBAG, MBAS, MBA4, MBA3, MBA2, MBAl, MBAO]

TRACE_ON ERESLSE BRESMSB BKSO BKS1 BKS2 BKS3 BINMODE FULLMSB FULLLSB
CLKOUT FSOUT LSOUT MWE MOE MWR PIXCLK
MBAZ MBA7 MBAG MBAS MBA4 MBA3 MBA2 MBAl MBAO

SETF ENCNT /MS /FS /LS MO /ML PIXCLK /PIXCLK2

PRLDF /BRESLSB /BRESMSB /MBAS MBAB MBA7 /MBAG /MBAS /MBA4 /MBA3 /MBA2
PRLDF /MBAl /MBAO /MBA19 /MBA18 /MBAl7 /MBAl6 /MBA1S /MBAl4 /MBA13 /MBA12
/MBA11 /MBALO

FOR X:=0 TO 127 DO
BEGIN

CLOCKF PIXCLK
END
SETF LS
CLOCKF PIXCLK
SETF /LS
FOR X:=0 TO 10 DO
BEGIN

CLOCKE PIXCLK
END

TRACE, OFF
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TITLE video buffer PIN IN2 /LS : Line aync pulse
PATTERN PIN IN1 MO ; Mode bito
REVISION A PIN INA M1 ; Mode bitl
AUTHOR Robert Plante PIN IN5 PIXCLK2 TTL_LEVEL

COMPANY CRDV
DATE 25/11/94
STRING MOW ' (/MOR) *

CHIP VIDUl iFX780_132 STRING MODE1X1 ' (/M1 * /Mo) '
STRING MODE2X2 * (/M1 % MO) '
: Project Infra-red Eye STRING MODE4X4 ' ( M1 = MO) '
H STRING MODE512 * (MODE2X2Z * MOW) °*
H STRING MODE1024 ° (MODE4X4 * MOW) *
i Thig is the source file for one of the iFX780 on the Video Buffer (U1)
¢ The video buffer takes n (n=3) ive micry d images STATE
i of 256x256 pixels, store them in a proper sequence into a dual-buffer, MOORE_MACHINE
; When filled, the buffer is swapped with the other one to be £3l1. DEFAULT_BRANCH HOLD_STATE S
; The first buffer is then scanned in a linear fashion to get a full .
; aoversampled image. 20 = /PSCT3 * /FSCT2 * /PSCTL * /FSCTO

Z1 = /FSCT3 * /FSCT2 * /PSCTL * PSCTO

: Thig FPGA is used to generated the address and timings for the first 22 = /PSCT3 * /FSCT2 + FSCT1 *+ /FSCTO
: buffer., This version work only for the 3x3 microscanning. Z3 = /FSCT3 * /PSCT2 * PSCT1 * FSCTO
24 = /PSCT3 * FSCT2 v /PSCT1 * /FSCTO
25 = /FSCT3 » PSCT2 * /FSCT1 * PSCTO
; version 1: firast operational version 26 - /FSCT3 * PSCT2 * FSCT1 * /FSCTO
jeemerecaa. eeemrcscsvmnnammws=== PIN Declarations ------- Z7 = /FSCT3 * PFSCT2 * PSCT1 * FSCTO
2B = PSCT3 * /PSCT2 * /PSCTi * /FSCTO

PIN 118 /PIXCLK TTL_LEVEL

:Memory Buffer counters for address
PIN IO00 MBAO

PIN I001 MBAl

PIN 1002 MBA2

PIN I003 MBA3

PIN 1004 MBA4

PIN IO0S MBAS

PIN IQ06 MBAG6 Z8 := FS§ -> 20
PIN 1007 MBA7

PIN 1008 MBAB

PIN 1003 MBAY STATE
PIN 1010 MBALO *  MOORE_MACHINE
PIN IO11 MBALl DEFAULT, BRANCH HOLD_STATE . _
FIN IO12 MBAlZ -
PIN I013 MRAL3 50 = /MM4ALL * /MM4AL0 * /MM4AL * /MM4AO
PIN 1014 MBAl4 51 = /MMAALL * /MM4ALO * /MMAAL * MM4AD
PIN IO15 MBA1S §2 = /MMAA1L * /MMSAL0 * MM4AL * /MM4AD
PIN IO16 MBA1E §3 = /MMEALL * MMAALO * /MM4AL * /MM4AD
PIN IO17 MBA17 S4 = /MM4ALL * MM4ALO * /MMAAL * MM4AQ
PIN Y018 MBA1S 55 = /MM4ALL * MM4ALO * MM4AL * /MM4AD
PIN IO19 MBAlS S6 = MMAALL * /MM4ALO * /MMAAL * /MMSAO
57 = MM4ALL * /MM4ALO * /MM4AL * MM4AO
;Memory Buffer countera for addresa, write mode 2x2, 4x4 58 = MM4AALL * /MM4ALO * MM4AL * /MM4AO

PIN I020 MM4AD this output is used instead of MBAO

PIN T021 MM4Al : this output is used instead of MBAl S0 := FS*/MS -»> S1
. PIN 1022 MM4AL0 ; this output is uged instead of MBAlO + M5 -> S0
PIN I023 MM2ALl ; this output is used instead of MBAll $1 :w FS*/MS -> 82
PIN 1024 MM2AO ¢ this output iz used instead of MBACO + MS -» SO
PIN I025 MM2Al ; not used 52 := FS*/MS -> 53
PIN IO26 MM2Al0 ; this ocutput is used instead of MBAD + MS -» S0
PIN I027 MM4AlL i not used 53 :w FS*/MS -> S4
+ MS -» SO
PIN IQ30 LSEN ; Intermediate value which enable counting LS pulses 54 := FS*/MS -> 85
PIN 1031 MWET ; Intermediate value to create a delay for MWE + MS =» S0
85 := FS*/M5 -> S6
; Spare pins, no gonnect -» program as output + MS -» SO
PIN 1032 NC1 . 86 := FS*/MS -» 87
+ MS -» S50
;+ Frame sync counter for generating MS sync 87 := F5+¢/MS -> 58
PIN I033 FSCTO " + MS -» 50
PIN I034 FSCT1 88 := MS -» SO
PIN IO35 FSCT2
PIN IO36é FSCT3
PIN IO37 /MSINT : MicroScan output STATE
PIN I038 MSTRG ; External MS, must be AND with FS MOORE_MACHINE
PIN I0O39 /MSINTEN ; Enable internal MS generation DEFAULT_BRANCH HOLD_STATE
; Spare pins, no connect =»> program as output X0 = /MM2A10 * /MM2AO B
PIN TOS50 NC2 X1 = /MMZA10 * MM2A0
X2 = MM2A10 * MM2A0
PIN IOS1 BRESMSB ; Reset binary counter MS8 X3 = MM2A10 * /MM2A0
PIN 1052 /BKSO ; BANK SELECT 0
PIN 1053 /BKS1 ; BANK SELECT 1 X0 :m FS*/MS => X1
PIN 1054 /BKS2 ; BANK SELECT 2 + M5 -» X0
PIN IOS5 /BKS3 i BANK SELECT 3 X1 := FS*/MS ~> X2
PIN IOS56 BINMODE ; Binary mode +* M3 «> X0
PIN IO57 FULLMSB ; Memory msb counter full X2 1= FS*/MS -» X3
+ M5 -» X0
PIN IO70 FULLLSB Memory lsb counter full X3 = M5 -> X0

PIN I071 MOR
PIN 1072 CLKOUT

Memery in read mode
Pixel clock out

i
H
i
PIN IO73 /PSOUT : Frame sync out EQUATIONS
PIN 1074 /LSOUT ; Line synmec out :
PIN IO7?S /MWE : Memory buffer WE/ NC1 = GND
PIN IO76 /MOE : Memory buffer CE/ RC2 = GND
PIN 1077 /MWR ; Memory transceiver enable for write MOR.D := /MOR*MS + MOR*/MS
PIN IQ78 ENCNT ; Enable counting,may be an internal signal MOE = MOR
PIN 1075 BRESLSE ; Reset binary counter LSB MWR « /MOR
MWET = /MOR * /LS * PIXCLK2 * /(FULLLSB * FULLMSB)
MWE = MWET
PIN IND /MS 1+ Micro scanning sync pulse MSINT w» MSINTEN * FS *({FSCT3*/FSCT2*/FSCT1%/FSCT0} +

PIN IN1 /FS i Frame sync pulse /MSINTEN * (MSTRG * FS)
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FSCTO.TRST = VCC
FSCT1.TRST = VCC

BINMODE = (MOR) FSCT2.TRST = VCC

BRESLSB.D := MOR*LS* (MOR * MBA7*MBAB*MBAS) + MOW*LS PSCT3.TRST - VCC

BRESMSB,D :w= (MOR*MS + MOW*FS)

FULLLSB » MOR * (/MBAOYMBA1*MBA2+*MBA3*MBA4*MBAS*MBAG*MBA7*MBAS*MBAS) + BRESLSB.TRST = VCC
MOW * (MBA2+MBA3*MBA4*MBAS*MBAG *MBA7*MBAG *MBA%) BRESMSB.TRST = VCC

FULIMSB = MOR¥ MOR.TRST = VCC
(/MBA1O*MBA11*MBA12*MBA1 3*MEAL4 *MBA1S*MBA16*MBAL7*MBALS*MBALS) + MSINT.TRST = VCC
MOW * (MBA12*MBA13*MBAL4*MBA1S*MBA16~MBA17* MBA18* MBA13%)

MBAO.TRST = MOR

BKS0 = /MBAlY * /MBA1S MBA1,TRST = MOR

BKS1 = /MBA1S ¥ MBA18 MBAZ.TRST =~ VCC

BKS2 = MBA19 * /MBA1B MBA3.TRST = VCC

BKS3 = MBA19 * MBAlS MBA4.TRST = VCC

MBAS.TRST = VCC

MBAQ.D := ENCNT*/FULLLSB*/MBAO*/MBAL + MBAO*{/ENCNT+PULLLSB} MBAG . TRST = VCC

MBAL.T := MOR*ENCNT*/FULLLSB*{MBAO + MBA1) MBA7.TRST = VCC

MBA2,T := MOR*ENCNT+*/FULLLSB® {(MBA1*/MBAO)+ MBAB.TRST = VCC
MOW*ENCNT*/FULLLSB MBA9.TRST = VCC

MBA3,T := MOR*ENCNT~/FULLLSB* {MBA2*MBAL*/MBAO}+ MBA10.TRST = MOR
MOW*ENCNT*/FULLLSB* (MBA2) MBA11l,TRST = MOR

MBA4.T := MOR*ENCNT*/FULLLSB* {MBA3*MBAZ*MBAL*/MBAO) + MBA12.TRST = VCC
MOW~ENCNT~ /FULLLSB* (MBA3*MBA2) MBA13,TRST = VCC

MBAS.T := MOR*ENCNT*/FULLLSB* {MBA4*MBA3*MBA2*MBAl*/MBAO) + MBA14.TRST =~ VCC
MOW*ENCNT* /FULLLSB* (MBA4 *MBA3YMBAZ) MBA15.TRST = VCC

MBAG.T := MOR*ENCHT*/FULLLSB* (MBAS*MBA4*MBA3*MBA24MBAL*/MBAO) + MBA16.TRST = VCC
MOW*ENCNT*/FULLLSB* (MBAS*MBA4 *MBAI*MBA2) MBA17.TRST = VCC

MBA7,T := MOR*ENCNT*/FULLLSB* {MBAG*MBAS*MBA4 *MBA3*MBA2 *MBAL* /MBAO) + MBA18.TRST = VCC
MOW*ENCNT* /FULLLSB* (MBA6*MBAS *MBA4 *MBA3 *MBA2) MBA19.TRST = VCC

MBAS.T := MOR*ENCNT*/FULLLSB* (MBA7*MBAG*MBAS*MBA4 *MBA3 *MBAZ*MBAL* /MBAO) +
MOWSENCNT*/FULLLSB* (MBA7*MBA6 *MBAS *MBA4 *MBA3 *MBA2)

MBAS,T :w MBAO.RSTF = BRESLSB
MOR*ENCNT* /FULLLSB (MBAS *MBA7*MBAS *MBAS*MBA4 *MBAI *MBA2*MBAL* /MBAD) + MBAL.RSTF = BRESLSB
MOW*ENCNT*/FULLLSB* (MBAS *MBA7*MBAG *MBAS*MBA4 *MBA2 *MBA2) MBA2.RSTF =~ BRESLSR

MBA3 .RSTF = BRESLSB

LSEN = (MOR*MBA7*MBAB*MBAZ) MBA4 .RSTF = BRESLSB

MBAS.RSTF « BRESLSB

MBA10,T ;= LS#ENCNT*/FULLMSB*LSEN*/MBA1l MBA6 .RSTF =« BRESLSB

MBA11l.T :e LS*ENCNT*/FULLMSB*LSEN* (MBA1O+MBALl) MBA7.RSTF = BRESLSB

MBA22.T :« LS*ENCNT*/FULLMSB* (/MBALO*MBALL*LSEN + MOW) MBAB.RSTF = BRESLSB

MBA13.T := LS*LSEN*ENCNT*/FULLMSE* (MBAL2%MBA11¥/MBA10) + MBA9 ,RSTF = BRESLSB
LS*MOW*ENCNT* /FULLMSB* (MBA12) MBA10.RSTF = BRESMSB

MBAl4.T := LS*LSEN*ENCNT+/FULIMSB¥ (MBA23*MBA12+MBA11*/MBA10) + MBAL1.RSTF - BRESMSB
LS*MOW*ENCNT*/FULLMSB* (MBA13*MBA12) MBA12.RSTF = BRESMSB

MBA15.T 1= LS*LSEN*ENCNT*/FULLMSB* (MBAI4*MBA13*MBA12*MBA11*/MBA10)+ MBA13.RSTF = BRESMSB
LS*MOW*ENCNT* /FULLMSB* (MBA14 "MBAL 3*MBA12) MBAL4.RSTP = BRESMSB

MBA16.T := LS*LSEN*ENCNT*/FULLMSB* (MBA15*MBAL4*MBAL3*MBA12*MBAL1*/MBA10)+ MBA1S,RSTF « BRESMSE
LS*MOW*ENCNT* /FULLMSR* (MBA15*MBA14 *MBA13*MBA12) MBA16.RSTF = BRESMSB

MBA17.T := MBA17.RSTF « BRESMSB
LS* LSEN*ENCNT* /FULLMSB* (MBA16*MBA15*MBAL 4 *MBAL 3*MBAL2*MBAL1* /MBA10) + MBALG,RSTF = BRESMSB
LS*MOW*ENCNT+ /FULLMSR® (MBA16*MBA15*MBA14 *MBA13*MBAL12) MBA19.RSTF = BRESMSB

MBAl1B.T :=
LS*LSEN*ENCNT* / FULLMSB* MMAAQ.TRST = MOW
(MBAL7*MBA16*MBAIS*MBAL4*MBAII*MBAL2*MBAL1* /MBALD) + MMAAL.TRST = MOW
LS*MOW*ENCNT* /FULLMSB* (MBA17*MBA1 6*MBA1S*MBA14 *MBA13 *MBA12) MM4ALO,TRST = MOW

MBA15.T := MM4AL1,TRST = MOK
LS* LSEN*ENCNT*/FULLMSB*

(MBA18*MBA17*MBA16*MBA15*MBA14 MBA13*MBA12*MBAL1Y /MBAL0D) + MM2AQ.TRST = GND
LS*MOW*ENCNT*/FULLMSB= (MBA18 *MBA17*MBA16 *MBA15°MBAL4 *MBAL3*MBAL2) MM2A1.TRST = GND

MM2A10,TRST = GND
MM2A11.TRST » GND
BRESLSB.CLKF = PIXCLK
BRESMSB, CLKF = PIXCLK MM2A1.P 3= GND
MOR.CLKF = PIXCLK MM2A11.D := GND

MBAQ,CLKF = PIXCLK CLKOUT = PIXCLK2

MBAL.CLKF = PIXCLX LSOUT.D := LS*(MOR*MBAY*MBAS*MBA7}
MBA2.CLKF » PIXCLK FSOUT.D := MS

MBA3.CLKF = PIXCLK LSOUT.CLKF = PIXCLK

MBA4 .CLKF =« PIXCLK FSQUT.CLKF » PIXCLK

MBAS.CLKF « PIXCLK LSOUT.TRST = MOR

MBAG.CLKF =« PIXCLK FSOUT.TRST = MOR

MBA?.CLKF = PIXCLK

MBAB.CLKF « PIXCLK

MBA3.CLKF = PIXCLK
MBA10,.CLKF
MBALl.CLKF
MBA12 ,CLKF
MBA13.CLKF PIXCLK
MBAL4 . CLKF PIXCLK

= PIXCLK
-

MBAL5.CLKF = PIXCLK
-
-

PIXCLK
PIXCLK

MBA16 .CLKF PIXCLK
MBA17,CLKP PIXCLK
MBA18 .CLKF PIXCLK
MBA1S.CLKF = PIXCLK

MM4AD .CLKF « PIXCLK
MM4AL .CLKF =« PIXCLK
MM4ALO0.CLKF = PIXCLK
MM4AL11l.CLKF = PIXCLK

MM2AG ,CLKF « PIXCLK
MM221 ,CLKF = PIXCLK
MM2AL0.CLKF = PIXCLK
MM2A11.CLKP = PIXCLK

FSCTO.CLKF = /PIXCLK
FSCT1.CLKF = /PIXCLK
FSCT2.CLKF = /PIXCLK
FSCT3.CLKF = /PIXCLK
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TITLE video buffer
PATTERN

REVISION A

AUTHOR Robert Plante
COMPANY CRDV

DATE 9/11/94

CHIP VIDU1 iFX780_132

Project Infra-red Bye

This is the source file for one of the iFX780 on the Video Buffer (Ull}
The video buffer takes n (n=9) ive micro- images

of 256x256 pixels, store them in a proper sequence into a dual-buffer.
When filled, the buffer is swapped with the other one to be £ill.

The first buffer is then scanned in a linear fashion to get a full
oversampled image.

This FPGA is used to generated the address and timings for the first
buffer, This version work only for the 3x3 microacanning.

version 1: first operational version
emnecsnscsseccsnacurrssuncavannses PIN Deaclarations =e=-=-- ammmmmma

PIN 118 /PIXCLK TTI_LEVEL

sMemory Buffer counters for address
PIN IO0C MBAO
PIN IQO01 MBAl
PIN I002 MBA2
PIN I003 MBA3
PIN 1004 MBA4
PIN 1005 MBAS
PIN 1006 MBAG
PIN I007 MBA7
PIN IO08 MBAB
PIN I009 MBAS
PIN IO10 MBA1O
PIN 1011 MBAll
PIN IO12 MBAl2
PIN IO13 MBAl3
PIN 1014 MBAl4
PIN IO15 MBAlS
PIN IO16 MBAl6
PIN IO17 MBALY
PIN IC18 MBAlS
PIN IO1S MBAlS9

iMemory Buffer countera for address, write mode 2x2, 4x4

PIN 1020 MM4AD
PIN IC21 MM4AL
PIN 1022 MM4AlO
PIN 1023 MM2All
PIN I024 MM2AC

this ourput is used instead of MBAD
this cutput is used instead of MBAL
this output is used instead of MBAl0
this output is used inatead of MBALL
this ocutput is used instead of MBAO

PIN 1025 MM2ZA1 not used
PIN I026 MM2Al0 this output is used instead of MBAO
PIN 1027 MM4All not used

PIN IQ30 LSEN ; Intermesdiate value which enable counting LS pulses
FIN IO31 MWET : Intermediate value to create a delay for MWE

; Spare ping, no connect -> program as output

PIN IQ32 NCO
PIN IO33 NCl
PIN 1034 NC2
PIN TO3S NC3
PIN IO36 RC4
PIN I037 NCS
PIN 1038 NC6
PIN 1039 NC7
PIN 1050 NCB

PIN IOS1 BRESMSB
PIN 1052 /BKSO
PIN IO53 /BKSi
PIN IOS54 /BKS2
PIN IOS5 /BKS3
PIN 1056 BINMODE
PIR IOS7 FULIMSB

Reset binary counter MSB
BANK SELECT 0

BANK SELECT 1

BANK SELECT 2

BANK SELECT 3

Binary mode

Memory msb counter full

PIN IO70 FULLLSB
PIN I071 MOR
PIN 1072 CLKOUT
PIN IO73 /FSOUT
PIN 1074 /LSOUT
PIN IO75 /MWE
PIN IO76 /MOE
PIN 1077 /MWR
PIN IO?8 ENCNT
PIN 1079 BRESLSB

Memory lsb counter full

Memory in read mode

Pixel clock out

Frame aync cut

Line sync out

Memary buffer WE/

Memory buffer OE/

Memory transceiver enable for write
Enable counting,may be an internal signal
Reset binary counter LSB

- et e e e

PIN INO /MS
PIN IN1 /F§S
PIN IN2 /LS
PIN IN3 MO

Micro scanning sync pulse
Frame Sync pulse

Line sync pulse

Mode bito

o oa e

PIN IN4 M1 ; Mode biti
PIN IN5 PIXCLK2 TTL_LEVEL

STRING M1R * (/MOR} *
STRIKG MIK ' ( MOR} '

STATE
MOORE_MACHINE
DBFAULT_BRANCH HOLD_STATB

50 = /MM4A1l ¥ /MM4AL0 * /MMAAL * /MMeAD
S1 « /MMAALL * /MMAAL0 * /MMEAL * MMAAD
S2 = /MMSR11 * /MMAALO * MMAAL * /MMAAC
53 = /MMAA11 * MMARL0 = /MMAAL * /MMAAO
5S4 = /MMAALL * MMAALCG * /MMAAL * MM4AD
S5 w /MMAA11l * MM4ALD * MMAAL ¥ /MMAAD
S6 = MM4A11l * /MMAALO * /MMAAL * /MMAAD
S7 = MMAALL * /MMA4AL0 * /MMAR1 * MMAAO
S8 = MM4Al1l * /MM4ALO * MMAAL v /MM4AD
80 := F5*/MS -> S1

+ MS -> S0

S1 := F5*/MS -»> 52

+ MS -» S0

$2 1= FS*/MS -> S3

+ MS -> S0

S3 := FS*/MS -> S4

+ MS -> SO

54 := P5*/MS -> 55

+ MS -> SO

§5 := FS*/MS -> S6

+ MS -» S50

§6 = PS*/MS -» S7

+ MS -> SO

57 :m PB*/MS -» S8

+ MS -> 50 ’

58 e M5 -> SO

STATE
MOORE_MACHINE
DEFAULT_BRANCH HOLD_STATE

X0 = /MM2A10 * /MM2AD
X1 = /MM2A10 * MM2AO
X2 = MM2A10 * MM2AD
X3 = MM2AL0 * /MM2A0
%0 i« FS*/MS -> X1

+ MS -» X0

X1 := FS*/MS -»> X2

+ MS -> X0

X2 := FS*/MS -> X3

+ MS -> X0

X3 1= MS -> X0

EQUATIONS
NCO = GND
NCl - GNP
NCZ = GND
NC3 = GND
NC4 = GND
NCS = GND
NCE = GND
NC7 = GND
NC8 = GND
MOE = M1R
MWR = /MIR

'MWET = /MIR * /LS * PIXCLK2 * /(FULLLSB * FULLMSB)

MWE = MWET

BINMODE = (M1R)

BRESLSB.D := MIR*LS*(MIR * MBA7*MBAS*MBAS) + MIW*LS

BRESMSB.D 1= (MIRMS + M1W*PS)

FULLLSB = MIR * (/MBAOYMBA1YMBAZ2*MBA3*MBA4*MBAS*MBAG*MBA7=MBAB*MBAI) +
MIW * (MBA2*MBA3*MBA4 *MBAS*MBAG*MBA7 *MBAS~MBAS)

PULLMSB = MIR +
(/MBALO*MBA11*MBA12*MBA13*MBA14*MBALS*MBA16*MEALT* MBAl@* MBA1S) +
MW ¢ (MBA12*MBA13*MBAL4*MBA15*MBAL6*MBA17+ MBA18* MBA19}

BKSO = /MBAJ9 * /MBA18

BKS1 = /MBAl9 * MBA1E

BK52 « MBA19 * /MBA1S

BKS3 = MBA19 * MBA18

MBAO.D := ENCNT*/FULLLSB*/MBAC*/MBAl + MBAO* (/ENCNT+FULLLSB)

MBA1.T M1R*ENCNT*/FULLLSB* (MBAO + MBA1l)

MBA2.T := M1R*ENCNT*/FULLLSE* (MBA1*/MBAO)+
M1W*ENCNT*/FULLLSB

MBA3.T :e MLR*ENCNT*/FULLLSB* (MBA2*MBA1*/MBAO)+
M1W*ENCNT*/FULLLSB* {MBA2)

MBA4,T ;= M1R*ENCNT*/FULLLSB* (MBA3*MBA2*MBA1*/MBAO) +
M1W*ENCNT~/FULLLSB* (MBA3*MBA2)

MBAS.T ;= M1R*ENCNT*/PULLLSB* (MBA4*MBA3*MBA2*MBALl*/MBAO) +
M1W*ENCNT* /FULLLSB* (MBA4 *MBA3*MBA2)

MBAG.T := M1R*ENCNT*/FULLLSB* (MBA5*MBA4 *MBAJ*MBA2~MBA1¥/MBAD) +
M1W*ENCNT*/FULLLSB* (MBAS*MBA4*MBA3*MBA2)

MBA7.T := MIR*ENCNT*/FULLLSB* (MBA6*MBAS*MBA4*MBAI*MBA2*MBA1* /MBAO) +
M1W*ENCNT*/FULLLSB* (MBAG *MBAS *MBA4 *MBA3YMBA2) )
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MBAB.T :m= M1R®*ENCNT*/FULLLSB* (MBA7*MBAG *MBAS *MBA4 MBA3*MBAZ *MBA1* /MBAO) + MBA13.RSTF » BRESMSB
M1W* ENCNT*/FULLLSB* (MBA7*MBAG *MBAS *MBA4 *MBAI *MBA2) MBAl4 .RSTF = BRESMSB
MBAS.T := MBA15.RSTF « BRESMSB
M1R*ENCNT*/FULLLSB* (MBAS*MBA7 *MBAG*MBAS*MBA4 *MBA3*MBA2*MBAL* /MBAOD) + MBALG.RSTF = BRESMSB
MIN*ENCNT* /FULLLSB* (MBAS *MBA7 *MBAG *MBAS*MBA4 *MBA3 *MBA2) MBA17.RSTF = BRESMSB
MBAL8.RSTF = BRESMSB

LSEN = {MIR*MBA7*MBAG*MBA9} MBA19.RSTF = BRESMSB

MBA10.T :e LS*ENCNT*/FULLMSB*LSEN*/MBA11l

MBA1l.T := LS*ENCNT*/FULLMSB*LSEN+ (MBA10+MBA11) MM4AAQ.TRST = MIW

MBA12.T := LS*ENCNT*/FULLMSB* (/MBALO*MBAL1*LSEN + MiW) MM4AL.TRST = MW

MBA13.T := LS*LSEN*ENCNT*/FULLMSB* (MBA12*MBEA11%/MBA10)+ MM4ALO TRST = M1W
LS*M1W*ENCNT* /FULLMSB* (MBA12) MMAALL.TRST = MW

MBA14.T := LS*LSEN*BNCNT*/FULLMSB* (MBA13%MBA12*MBA11+/MBA10) +
LS*MIW*ENCNT*/FULLMSB* (MBA13*MBAL2) MM2A0,TRST = GND

MBA1S.T := LS*LSEN*ENCNT*/FULLMSB* (MBA14*MBA13*MBA12*MBA11*/MBAL0) + MM2AL.TRST = GND
LS*M1W* ENCNT# /FULLMSB* (MBA14 *MBAL3"MBAL2) MMZA10.TRST = GND

MBAL6.T := LS*LSEN+*ENCNT*/FULLMSB+{MBA15+MBA14*MBA13*MBA1Z*MBA11%/MBALO)+ MM2A11.TRST = GND
LS*M1W*ENCNT* /FULLMSB* (MBA15*MBA14 *MBA13*MBA12)

MBAL7,T := MM2A1.D :w GND
LS*LSEN*ENCNT* /FULLMSB* (MBA16*MBA15*MBA14 *MBA13¥MBA12*MBA11* /MBAL0) + MM2A11.D :e GHD
LS*M1W~ENCNT* /FULLMSB* (MBA16 *MBA1S*MBA14 *MBA13 *MBA12)

MBALB.T := CLKOUT = PIXCLK2
LS*LSEN*ENCNT» /FULLMSB* LSOUT.D :w» LS* (MLR*MBA9*MBAS*MBAT7)
(MBA17*MBA16*MRA15*MBA14*MBA13 *MBA12*MBA11* /MBA10) + FSOUT.D 1w MS
LS*MIW*ENCNT*/FULLMSB* {MBA17*MBA16*MBAL15*MBAL4 *MBAL3*MBAL2}) LSOUT.CLKF = PIXCLK

MBAL9.T := FSOUT.CLKF » PIXCLK
LS*LSEN*ENCNT~ /FULLMSB* LSOUT.TRST = M1R
{MBA18*MBA17*MBALE *MBA15*MBAL4 *MBA13*MBA12*MBAL1* /MBAL0) + PSOUT.TRST = MIR

LS*M1W~ENCNT*/FULLMSB* (MBAL18*MBAL7*MBALG*MBALS*MBAL4*MBAL3*MBAL2}

BRESLSS.CLKF = PIXCLK
BRESMSB.CLKF = PIXCLK

MBAO.CLKF = PIXCLK
MBAL.CLKF » PIXCLK
MBA2 ,CLKF = PIXCLK
MBA3 .CLKF = PIXCLK
MBA4.CLKF = PIXCLK
MBAS.CLKP = PIXCLK
MBAG.CLKF = PIXCLK
MBA7.CLKF = PIXCLK
MBAS .CLKF = PIXCLK
MBAS .CLKF = PIXCLK
MBA10 . CLKF PIXCLK
MBA11 .CLKF PIXCLK
MBA12 .CLKF PIXCLK
MBAL3 .CLKF PIXCLK
MBAl4 .CLKF w PIXCLX
MBALS .CLKF » PIXCLK
MBALE .CLKF = PIXCLK
MBAL7 .CLKF = PIXCLK
MBAL8 ., CLKF PIXCLK
MBA19,CLKF = PIXCLK

MM4AO.CLKF = PIXCLK
MM4ALl.CLKF e« PIXCLK
MM4ALG.CLKF = PIXCLK
MM4AL11.CLKF = PIXCLK

MM2A0.CLKF = PIXCLK
MM2A1 .CLKF = PIXCLK
MM2A10.CLKF = PIXCLK
MM2A11.CLKF « PIXCLK

BRESLSB,TRST = VCC
BRESMSB.TRST = VCC

MBAO.TRST
MEA1.TRST
MBAZ .TRST
MBA3.TRST
MBA4 . TRST
MBAS5.TRST
MBAG .TRST
MBA7.TRST
MBA8 ,TRST
MBAZ.TRST
MBALIQ,TRST
MBAl1.TRST
MBA12.TRST
MBA13 ,TRST
MBAl4 .TRST
MBA15.TRST
MBA16.TRST
MBA17.TRST
MBA1B .TRST
MBA1S .TRST

M1R
M1R
vce
vee
veo
vcc
vee
vee
vee
vee
M1R
M1R
vee
vCe
vee
vee
vee
vee
vee
vee

LR RN N AN B ]

MBAG.RSTF = BRESLSB
MBAL.RSTF = BRESLSB
MBA2 .RSTF = BRESLSB
MBA3.RSTF = BRESLSB
MBA4 .RSTF = BRESLSB
MBAS.RSTF =» BRESLSB
MBAG6.RSTF = BRESLSB
MBA7.RSTF = BRESLSB
MBAS .RSTF = BRESLSB
MBAS .RSTF = BRESLSB
MBALO.RSTF = BRESMSB
MBA11l.RSTF = BRESMSB
MBA1Z .RSTF = BRESMSB
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APPENDIX E

DIPIX Configuration File

H

; Module : 256x256.cpf

; Purpose : cpf for Pro-View in microscanning mode 1
H

[XPG]

CameraName =Amber

ComPortCount =1

BytesPerPort =2

SDIBSWO =0x00

SDIBSW1I =0x00

SDIBSW2 =0x00

ICPLPilel =C11620.JED
ICPLPile2 =C11727.JED
ICPLFile3 =D11728.JED
ModuleType =P_MODULE_TYPE_DCM

{FRAME TIMING]
PixelsPerClock =1
BitsPerPixel =16
LineSize =256
FieldSize =268
HVideoStart =0
HVideoActive =256
VVideoStart =0
VVideoActive x=256
HAcquireStart =4
HAcquireActive =252
VAcquireStart =0
VAcquireActive =256

[CAMERA CONTROL]

MultiImageGrab =P _SINGLE_IMAGE_GRAB
FrameCount =1

CameraType =P CAMERATYPE_AREASCAN
ImageFormat =P_IMAGE_FORMAT_RASTER
NumFields =1

{CAMERA MODULE]

SDIBBUsSID =0

FrameValidSync =P_S$¥NC_SYNCHRONOUS
FrameValidPolarity =P_POLARITY_ACTIVE_LOW
LineValidSync =P _SYNC_ SYNCHRONOUS
LineValidPolarity =P_POLARITY ACTIVE_LOW
PixelSignalFormat =P_SIGNAL_FORMAT_RS422
CameraNumber =1

ClockSelect =P_CLOCKSRC 0

ClockOFormat =P_SIGNAL_FORMAT RS422
ClockPolarity =P _POLARITY_ FALLING EDGE
ClockDelay =P_CLOCK_DELAY NONE
OscillatorType =PF_OSCILLATOR_NONE
I0Formatin0l =P_SIGNAL_FORMAT_RS422
IOFormatIn23 =P_SIGNAL_FORMAT RS422
IOFormatIn45 =P_SIGNAL_FORMAT_ RS422
IOFormatIné7 =P _SIGNAL_FORMAT_RS422
IOFormatOut0l =P_SIGNAL_FORMAT_RS422
IOFormatOut23 =P_SIGNAL_FORMAT_RS422
IOFormatOut45 =P_SIGNAL_ FORMAT RS422
IOFormatOut67 =P_SIGNAL,_FORMAT_RS422

H
; Module : 512x512,.cpf

; Purpose

: cpf for Pro-View in microscanning mode 2
EEEEREEREsCEmEERCERE mamx
[XPG]

CameraName =Amber

ComPortCount =31

BytesPerPort =2

SDIBSWO =0x00

SDIBSW1 =0x00

SDIBSW2 =0x00

ICPLFilel =Cl11620.JED
ICPLPile2 =Q11727.JED
ICPLPile3 ~D11728.JED
ModuleType =P MODULE_TYPE_DCM

{PRAME TIMING]
PixelsPerClock =1
BitsPerPixel =16
LineSize =512
FieldSize =536
HVideoStart =0
HVideoActive =512
VVvidecoStart =0
VvideoActive =512
HAcquireStart =8
HAcquireActive =498
VAcquireStart =0
VAcquireActive =512

[CAMERA CONTROL]

MultiImageGrab =P_SINGLE_IMAGE_GRAB
FrameCount =1

CameraType =P_CAMERATYPE_AREASCAN
ImageFormat =P_IMAGE_FORMAT_RASTER
NumFields =1

[CAMERA MODULE]

SDIBBusID =0 )
FrameValidSync =P_SYNC_SYNCHRONOUS
FrameValidPolarity =P_POLARITY ACTIVE_LOW
LineValidSync =P_SYNC_SYNCHRONOUS
LineValidPolarity =P_POLARITY ACTIVE_LOW
PixelSignalFormat =P_SIGNAL_FORMAT_RS422
CameraNumber =1

ClockSelect =P_CLOCKSRC_O

ClockOFormat =P_SIGNAL_FORMAT_RS422
ClockPolarity =P_POLARITY_ FALLING _EDGE
Clockbelay =P_CLOCK DELAY NONE
OscillatorType =P_OSCILLATOR_NONE
IOFormatInOl =P_SIGNAL_FORMAT_RS422
IOFormatIn23 =P_SIGNAL_FORMAT_RS422
IOFormatInd5 =P_SIGNAL_FORMAT_RS5422
IOFormatIné”? =P _SIGNAL_FORMAT RS422
IOFormatOut0l =P_SIGNAL_FORMAT_RS422
IOFormatOut23 =P_SIGNAL_FORMAT RS422
IOFOrmatOut45 =P_SIGNAL_FORMAT RS422
IOFormatOuté67 =P_SIGNAL FORMAT_RS5422

i
; Module : 768x768.cpf
i

; Purpose : cpf for Pro-View in microscanning mode 3

[XPG)

CameraName =Amber
ComPortCount =l
BytesPerPort =2
SDIBSWO =0x00

SDIBSWL1 =0x00

SDIBSW2 =0x00
ICPLFilel =C11620.JED
ICPLFile2 =C11727.JED
ICPLFile3 =D11728.JED
ModuleType x=P_MODULE_TYPE_DCM

[FRAME TIMING]
PixelsPerClock =1
BitsPerbixel =16
LineSize =768
FieldSize =804
HVidecStart =0
HVideoActive =768
VVidecoStart =0
VvideoActive =768
HAcquireStart =12
HAcquireActive =756
VAcquireStart =0
VAcquireActive =768

[CAMERA CONTROL]

MultilmageGrab «P_SINGLE_ IMAGE_GRAB
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PrameCount =1

CameraType =P_CAMERATYPE AREASCAN
ImageFormat =P_IMAGE_FORMAT RASTER
NumFields =1

[CAMERA MODULRE}
SDIBBUSID =0
FrameValidSyne =P_SYNC_SYNCHRONOUS
FrameValidPolarity =P_POLARITY_ ACTIVE_LOW
LineValidsync =P_SYNC_SYNCHRONOUS
LineValidPolarity =P_POLARITY_ ACTIVE LOW
PixelSignalFormat =P_SIGNAL_FORMAT RS422
CameraNumber =1
ClockSelect =P CLOCKSRC 0
ClockOFormat =P_SIGNAL FORMAT RS422
ClockPolarity =P_POLARITY_ FALLING_EDGE
ClockDelay =P_CLOCK DELAY_ NONE
OscillatoxType ~P_OSCILLATOR_NONB
I0FormatIn0l =P_SIGNAL_FORMAT_RS422
IOFormatIn23 =P_SIGNAL FORMAT RS422
IOFormatIn45 «~P_SIGNAL FORMAT_RS422

" IOFormatIné7 =P_SIGNAL_FORMAT_RS422
IOFormatQut0l =P_SIGNAL_FORMAT RS$422
IOPFormatOut23d =P_SIGNAL FORMAT RS422
IOFormatQut45 =P_SIGNAL_FORMAT_RS422
IOFormatOuté? =P_SIGNAL_FORMAT R$422

; Module :

; Purpose

1024x1024.cpf

: cpf for Pro-View in microscanning mode 4

i

[xpel

CameraName sAmber
ComPortCount =1
BytesPerPort =2
SDIBSWO «0x00
SDIBSW1I =0x00
SDIBSW2 =0x00
ICPLFilel =C11620.JED
ICPLFile2 =C11727.JED
ICPLFile3 =D11728.JED
ModuleType =P_MODULE_TYPE_DCM

68

[FRAME TIMING]
PixelgPerClock =1
BitsPerPixel =16
LineSize =1024
FieldsSize =1072
HvideoStart =0
HVideoActive =1024
VVideoStart =0
VVideoActive =1024
HAcquiresStart =16
HAcquireActive =1008
VAcquireStart =0
VAcquireActive =1024

[CAMERA CONTROL]
MultiImageGrab
FrameCount =1
CameraType =P_CAMERATYPE AREASCAN
ImageFormat =P_IMAGE_FORMAT_ RASTER
NumFields =1

=P_SINGLE_IMAGE_GRAB

[CAMERA MOPULE]

SDIBBusID =0

PrameValidSync =P_SYNC_SYNCHRONOUS
FrameValidPolarity =P_POLARITY ACTIVE LOW
LinevalidSync =P_SYNC_SYNCHRONQUS
LineValidPolarity =P_POLARITY_ACTIVE_LOW
PixelSignalFormat =P_SIGNAL FORMAT RS$422
CameraNumber =1

ClockSelect =P_CLOCKSRC_O

ClockOFormat =P_SIGNAL_FORMAT RS422
ClockPolarity =P_POLARITY_ FALLING_ EDGE
ClockDelay =P_CLOCK DELAY_NONE
OscillatorType =P_OSCILLATOR_NONE
IO0FormatIn0l =P_SIGNAL_FORMAT_RS422
IOFormatIn23 =P SIGNAL_FORMAT RS422
JOFormatInd5 =P SIGNAL_FORMAT RS422
IOFormatIn67 =P_SIGNAL_ FORMAT_RS422
IOFormatQut0l =P SIGNAL_FORMAT RS422
I0FormatQut23 =P_SIGNAL_FORMAT_RS422
IOFormatOut4s =P _SIGNAL_FORMAT_RS422
IOFormatOuté6? =P_SIGNAL_FORMAT_RS422
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